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Abstract

Cross-Layer Approach to Resilient All-Optical Network Design

by Amir Askarian

All-optical networks, in which the electrical regeneration bottlenecks are removed,

are seen as the next-generation backbone networks. Any link failure in these high speed

environments, if not dealt with promptly, is catastrophic and can cause the loss of gi-

gabits of data. While techniques to improve the survivability of optical networks are

now well-established, such is not the case with all-optical networks. In these environ-

ments, the absence of regeneration implies that physical impairments accumulate over

long paths. So-called cross-layer techniques mitigate the physical impairments’ impact

on the network layer performance. In this dissertation new cross-layer approaches are

applied to the problem of improving the survivability of all-optical networks facing link

failures. To the best of our knowledge, cross-layer survivability of all-optical networks

has never been studied before. We present algorithms that improve the network re-

silience over non cross-layer algorithms by decreasing both the blocking probability and

the vulnerability of the network to failures. These mechanisms are evaluated with ex-

tensive simulations for a realistic regional-sized network. The cross-layer algorithms are

computationally intensive, and to alleviate this issue, two new compound restoration

algorithms as well as two novel Quality of Transmission aware protection schemes are

proposed that exhibit low blocking probability and have moderate vulnerability ratio

and time complexity.

Protection Cycle (p-Cycle) design is shown here to be a desirable approach to re-

siliency in all-optical networks. High recovery speed and efficiency are two well-known

aspects of this approach. One other important performance metric that has been ne-

glected in the past is its ability to recover from a failure in all-optical networks. In this

dissertation we investigate the impact of different choices in p-Cycle selection on the net-

work resilience. We also provide a new ILP formulation designed for all-optical networks

iv



that tries to optimize the network performance both in terms of blocking probability

and vulnerability to link failures. Furthermore we propose a new approach to provide

multiple classes of protection in all-optical networks using p-Cycles. This approach is

based on cross-connect preconfiguration for protection paths; for some links we allow

only provisioning the protection path without preconfiguring the crossconnects. The

advantage of this approach is that it is able to greatly increase the network resilience

as well as providing the network operator with more options in meeting the protection

demand of different traffics in the network. We also provide a new ILP formulation

that achieves this goal.
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Chapter 1

Introduction

Optical networks have become a popular medium for the backbone of telecommunica-

tion networks over the past two decades [1]. Their reliability and the huge bandwidth

they provide for data transmission is what makes them attractive [2]. In what is known

as the first generation optical networks, optical fibers merely were used as the trans-

mission media, which is able to provide high capacity and has high immunity to outside

noise and interference. Synchronous optical networks (SONET) and synchronous dig-

ital hierarchy (SDH) are two prime examples. In order to best utilize the intrinsic

high bandwidth of fiber optics, wavelength division multiplexing (WDM) has been in-

troduced [3, 4], which provides multiple wavelengths or channels inside the fiber.

In the first generation optical networks, the transmission medium is the only optical

domain and all the processing, switching and routings are done electronically. This

is a speed bottleneck and to remove it, optical switches or cross connects (OXCs),

multiplexer/demultiplexers and add/drop multiplexers (OADMs) have been introduced.

In a network that uses such optical components, which is known as the second generation

optical networks, a connection consists of a path, which is a series of optical fibers

connected to each other by crossconnects, and an optical channel which is a wavelength.

This combination is referred to as a lightpath. This introduces the notion of routing and

wavelength assignment (RWA) which consists of the conventional routing techniques in

communication networks as well as algorithms to assign channels (wavelengths) to the

selected route.

1



CHAPTER 1. INTRODUCTION 2

The second generation optical networks, which can be referred to as optical WDM

mesh networks, have been the focus of much research. RWA algorithm design is one

of the areas that has been extensively studied in the literature and many practical ap-

proaches have been proposed. Traffic management and engineering, which are impor-

tant issues in conventional communication networks, are referred to as traffic grooming

techniques in optical WDM mesh networks, and is one of the major research topics in

this area. This can involve intelligent aggregating of the traffic into wavelengths (in

other words, grooming traffic) so that the network has the least add/drop multiplexing

overhead [5].

One of the main user expectations from the network service providers is service

availability. This becomes even more significant in high speed optical networks where a

link failure can amount to loss of large amount of data. End users expect near seamless

connectivity even when the network components are failure prone. This means that

the network should be capable of handling any type of failure such that it has the least

effect on the end-to-end user connectivity.

Network component failures can be generally categorized as link or node failures. In

the context of optical networks, links are spans of optical fibers separated by amplifiers,

and nodes are optical crossconnects, switches, and routers. Node failures can be dealt

with by providing redundancy of each major component in the node. In case of a failure,

the node will use the duplicate component. This is accomplished locally and is usually

very fast. On the contrary, link failure recovery is not a trivial procedure and is one of

the major research areas in WDM networks [6].

The main reason for link failures is fiber cuts. Although it is possible to greatly

reduce the failure probability by provisioning physical protection for fibers, such as

using strong cable sheath materials, network survivability remains important despite

small chance of fiber cuts. Due to the low probability of such events, it is reasonable

to assume there can be one link failure at a time and the probability of two or more

simultaneous failures can be considered low, even though there are several studies that

consider multiple link failures [7, 8]. In this work, we assume single link failures.

In order to minimize the effect of any probable link failure on high level network
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performance, higher layers should be involved in provisioning protection and restoration

algorithms. Algorithms used for this purpose vary in their ability to recover the network

from a failure, and can have a significant impact on the network performance even when

there is no link failure. Based on the particular type of the network and its application,

a service provider can decide on what algorithm to choose.

Algorithms designed for survivable optical WDM networks can fall into certain

categories. One category of such algorithms uses off-line network resource provisioning.

In other words, all the backup paths and the wavelengths to be used for that purpose are

already known before a failure occurs, for either the whole path or individual links. As

an alternative approach, there are algorithms that do no off-line provisioning; rather, all

the recovery decisions are made after a failure happens [9]. This again can apply both to

path-based or link-based schemes and are referred to as restoration algorithms. In other

words, in path restoration, if a path loses its connectivity due to a link failure, a new

end-to-end path will be established for the communicating pair. Respectively, in link

restoration approach, the alternate route for the failed link will be determined in real

time after the failure. Table 1.1 summarizes the general classification of survivability

algorithms. Further categorization and performance evaluation of these schemes are

presented in the following chapters.

One network layer approach to path protection, is a method that is referred to in the

literature as 1+1 automatic protection switching (APS) [10, 11]. In this scheme, two

link disjoint paths are established between the source and the destination. Both paths

are used to transmit the signal simultaneously and the receiver senses both incoming

signals, so in case of a link failure on one of the paths it can continue receiving from

the other path. We will refer to this scheme as “lit backup path protection”. One

alternative is to send the signal on only one of the paths and start using the other

path only if a link failure happens. The performance comparison between these two

approaches is presented later in this dissertation.

As can be seen, the two aforementioned schemes try to provide protection for the

end-to-end path of a connection, hence the name “path protection” [12]. But when

dealing with link failures, it is also possible to provide a protection route for each
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Table 1.1: Survivability algorithms.

Path Based Link Based

Protection Schemes Path Protection Link Protection

Restoration Schemes Path Restoration Link Restoration

individual link. This is what is done in synchronous optical network (SONET) self

healing ring (SHR). In SONET SHR, two rings are used in both directions. One of the

rings is used only for the primary signal and the other ring will be used as a loopback

around each link for protection. This idea has been extended to mesh networks and

algorithms have been developed for providing each link in a network with a protection

route such as generalized loopback [13] and protection cycles (p-Cycles) [14]. We will

discuss and evaluate these algorithms later in this dissertation.

In the protection algorithms, all the resources reserved for protection are used only

when a failure occurs, in other words they are utilized only for a small fraction of the

network’s operation time. As we will see from the results in the following chapters,

this can translate to high blocking probability. On the other hand, restoration algo-

rithms do not have such overheads and it is expected that they will have lower blocking

probability than their protection peers. But the study is not complete without con-

sidering how effectively these algorithms react to failures. In this dissertation we show

that the capability of these algorithms to recover from a failure highly depends on the

characteristics of the transmission environment and can be totally different in different

environments.

The always increasing demand for high throughput transmission in the backbone

of data networks has drawn attention to all-optical Wavelength Division Multiplexing

(WDM) networks, which is seen as the next generation optical networks. Second gen-

eration optical networks rely on convergence of the optical signal to electronic domain

at some point in its path, so that the signal be regenerated in power, shape and time

domain (referred to as 3R regeneration [1]). These optical-electrical-optical (OEO) con-

verters greatly reduce the speed of the network and the next generation networks which

are expected to provide huge bandwidth, cannot afford to use them. Removal of OEOs
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in the network brings about new challenges due to physical layer impairment accumu-

lations. Consequently, the quality of the received signal can be below the accepted

level for the receiver – thus causing the connection or call to be dropped [15]. We refer

to this event as Quality of Transmission (QoT) or physical blocking. There has been

a significant amount of research on routing and wavelength assignments that consider

physical impairments in DWDM networks [16, 17, 18, 19, 20, 21, 22, 23, 24, 25, 26] but

network survivability has not been considered in these works.

In such ultra-high speed environments, the effect of a component failure becomes

much more severe and survivability considerations can prevent significant service in-

terruptions. But the resilience design procedure in all-optical networks has particular

challenges and, as shown in this work, neglecting the physical layer issues can lead

to unacceptable performance. The most closely related work to ours is [27], which

investigates path protection Routing and Wavelength Assignment (RWA) algorithms

considering transmission impairments with the goal of achieving maximum resource

sharing, but again it resorts to OEO placement in the network to achieve desired qual-

ity for the received signal. In this work, we consider fully transparent networks and

address this problem with a cross-layer approach. To the best of our knowledge, pro-

viding network resilience algorithms that aim at all-optical networks are presented and

evaluated for the first time in this work. We show that the cross-layer (or QoT-aware)

design can highly increase the network performance in terms of lowering the blocking

probability and vulnerability ratio (a metric we will formally define later to quantify

the survivability of the network to a random link failure).

In this work, we measure QoT in terms of bit-error rates (BER), which could drop

below an acceptable level (e.g., BER = 10−9, a threshold value set by the network

operator). Also since all-optical wavelength conversion is not yet mature for commercial

deployment, we assume no wavelength conversion in our study. In this case, a call

may also be blocked due to unavailability of a wavelength-continuous path or simply

wavelength blocked.

In a realistic communication network environment, various types of connections

coexist and they may have different resiliency requirements from the network. One of
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these differences can be the tolerance they can show for failure recovery time. Some

delay-sensitive applications, such as interactive or even streaming multimedia, require

fast recovery from a failure in order to achieve seamless performance in the face of

component failures. On the other hand, there are applications such as file transfer

wherein slightly long interruption time does not impact their performance significantly.

For example if the connection duration of a file transfer protocol (FTP) session is in the

range of hours, interruptions in the range of a few seconds are not considered significant

degradations compared to an interruption that is in the order of a millisecond. For this

reason, it is reasonable to provision different failure recovery times in the network,

especially if that can lead to an environment which is much more resilient to failures.

In this work we provide a novel approach that provisions such classification of recovery

times, and we show that in all-optical environments it can lead to a more resilient

network.

The main contributions of this work are as follows. First we evaluate the perfor-

mance of different existing survivability algorithms in all-optical networks with realistic

physical layer impairments. This evaluation includes the quantification of resilience in

a network using a new metric defined in this work. Then we apply a cross-layer al-

gorithm to protection and restoration schemes and show the considerable performance

improvement. To mitigate the high time complexity of the cross-layer algorithms, we

also propose other simpler and yet powerful algorithms.

Further, we propose a new algorithm to preconfigure the p-Cycles in the network

without the need to know the traffic demand matrix, which also satisfies the wavelength

continuity requirement. We also provide a new approach to provide multiple classes

of protection using p-Cycles. Finding such p-Cycles is NP-hard, and therefore we

present corresponding ILP formulations with an objective function that considers both

blocking probability and vulnerability ratio to systematically preconfigure the network

for such purposes. We evaluate these algorithms in all-optical networks with physical

layer impairments, present the trade off between blocking probability and vulnerability

ratio that can rise from this approach and show the significant improvement in network

resiliency that can be achieved by allowing multiple classes of protection in the network.
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The dissertation is organized as follows. In Chapter 2 we present the model and

assumptions for the physical layer and define the metrics used for performance evalu-

ation of the RWA algorithms. In Chapter 3 we look at the proposed cross-layer path

protection algorithms in DWDM networks. Chapter 4 presents the QoT-aware restora-

tion algorithms proposed in this work. In Chapter 5 we present the modifications to

achieve high speed path-wise cross-layer algorithms for survivability in all-optical net-

works. In Chapter 6 link protection algorithms are discussed, where we also present

our p-Cycle construction algorithm, present the ILP formulation that implements this

algorithm and provide the performance evaluation. Chapter 7 presents our approach to

provide multiple classes of protection in the network. The corresponding ILP formula-

tion and the performance evaluation of its results are also presented. Conclusions and

the directions for future work are presented in Chapter 8.



Chapter 2

Network Model and Performance

Metrics

Designing communication networks from a layered point of view has been the common

approach for a long time. This approach has the advantage of greatly simplifying the

design procedure by isolating the layers. In other words, one can only focus on the

properties of one particular layer in order to design protocols related to that layer. For

example when designing routing algorithms, in traditional approach, the actual event of

signal transmission on the optical fibers (signal generation, noise accumulation and sig-

nal detection) need not be considered. But in the context of all-optical network where

the isolation between layers leads to unexpected results, the study of physical layer char-

acteristics should be included in the procedure. In this chapter, we present the model

and assumptions for the physical layer used throughout the rest of our work and also

discuss the performance evaluation metrics defined to study the network performance

in such scenarios.

2.1 Network Model

We consider circuit-switched all-optical networks with no wavelength conversion. On a

call arrival, either one or two new circuits are tentatively established depending on the

RWA algorithm being used. The RWA algorithms are presented in Chapters 3 and 4.

8
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Figure 2.1: Model of a transmission path used to compute the Q factor. Amplifiers

inject ASE noise, interplay between channels in fiber spans cause nonlinear crosstalk,

while leaks in the OXCs cause node crosstalk.

Physically, a circuit corresponds to a lightpath [28], that is, the combination of a route

(sequence of nodes called Optical Crossconnects or OXCs, separated by spans of fibers)

and a channel (a wavelength). Note that by lightpath establishment we mean that the

resources are reserved, whether the corresponding wavelength is lit or not. We assume

that all links are bidirectional and carry exactly λTotal wavelengths in each direction.

Due to the absence of wavelength conversion, lightpaths must respect the wavelength

continuity constraint and remain on the same wavelength end-to-end.

The physical components of a lightpath (see Fig. 2.1) are a transmitting laser, optical

crossconnects, spans of fibers (each span consequently consists of a single mode fiber

and an amplifier to compensate for the linear attenuation of the fiber), and a receiver.

We model amplifiers as non-saturating, and the receiver as a wideband optical filter (for

demultiplexing purposes) and a photodetector per channel which consists of a square-

law device, a time sampler and a narrow electrical filter. In this work, we do not assume

that transmission at the physical layer is error-free: error-free transmission is a valid

assumption only for small networks and large networks where signals are periodically

regenerated electronically. In the context of regional or even metropolitan all-optical

networks, the distances involved are so large that physical impairments are no longer

negligible. We measure the QoT of a lightpath by its BER, which should remain below

a threshold set by the network manager to ensure almost error-free data transmission.

To estimate BERs, we use the relation between BER and the so-called corresponding

Q factor (an electrical signal-to-noise ratio) for on-off-keying modulation: BER =
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1
2
erfc

(

Q/
√

2
)

. The Q factor for a signal on a lightpath is given by, assuming Gaussian

distributions for the ‘0’ and ‘1’ samples after photodetection [29]:

Q =
µ1 − µ0

σ0 + σ1

(2.1)

where µ0 and µ1 are the means of the ‘0’ and ‘1’ samples, respectively, and σ0 and σ1

are their standard deviations.

Here, we account for four dominating impairments [2]: intersymbol interference

(ISI), amplifier noise (ASE noise), interchannel nonlinear effects, also called nonlinear

crosstalk, and optical leaks at the nodes, also called node crosstalk. A fifth impairment,

polarization mode dispersion (PMD), is negligible at 10 Gbps but should be incorpo-

rated at faster data rates (40 Gbps/channel and more); we chose to ignore it in this

work. Each of the four aforementioned effects can be accounted for in the Q factor as

noise-like terms (variances), such that:

σ2
1 = σ2

i + σ2
n + σ2

nl + σ2
nx (2.2)

where σ2
i , σ2

n, σ2
nl, σ2

nx are the variances due to ISI, ASE noise, nonlinear crosstalk, and

node crosstalk, respectively.

ISI is caused by the interplay between fiber nonlinearity and dispersion charac-

teristics, and ASE noise originates from the amplifier medium; therefore, for a given

lightpath, ISI and ASE noise depend only on the lightpath’s physical and topological

properties (such as the number of spans of the lightpath, and their lengths). Fast tech-

niques using precomputed tables exist in the literature to estimate σi and σn [30, 31].

Nonlinear crosstalk is the result of interplay between lit channels in fiber spans.

When multiple signals propagate on adjacent channels in a fiber span, energy transfer

between the channels results in this noise like impairment. The other type of crosstalk,

known as node crosstalk [22], consists of leaks inside the nodes, whether it is at the

demultiplexers (port crosstalk) or inside the switching fabric (fabric crosstalk). Demulti-

plexer crosstalk can in turn be either adjacent port crosstalk (the channels that interfere

are adjacent in the optical spectrum) or non-adjacent port crosstalk. The intensity of

fabric crosstalk and demultiplexer crosstalk vary according to the OXC implementation;

however, non-adjacent crosstalk is always weaker than adjacent crosstalk. Contrary to
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Figure 2.2: Topology used in the simulations. We used a downscaled version of the

NSF net topology (14 nodes, 21 bidirectional links) to perform our simulations. The

link weights on the figure correspond to the number of 70 km long fiber spans.

ISI and ASE noise, nonlinear and node crosstalk depend on the network status: lighting

more paths increases nonlinear interactions within fiber spans, thereby causing more

nonlinear crosstalk, and increases the number of leaks in the OXCs, thereby causing

more node crosstalk. Since crosstalks are network-status dependent effects, it is not

possible to precompute their standard deviations σnl and σnx. However, it is possible to

precompute the standard deviations for a single term of each kind of crosstalk [31, 32];

appropriate summation of these variances over the set of interfering lightpaths makes it

possible to design fast QoT estimators, for which the only online computations consist

in determining which lightpaths interfere, and summing their respective effects. Such

estimators pave the way for the design of online QoT aware RWA algorithms, as shown

in the next chapters.

2.2 Simulation Model

To evaluate our algorithms, we used the NSF topology depicted in Fig. 2.2, as an exam-

ple of a mesh topology. We downscaled the NSF topology (originally a continental-size

network) by a factor of 10, resulting in a regional-size network. Continental-size net-

works require intermediate electrical regeneration: indeed, even considering ISI and

noise only and ignoring network state-dependent impairments (nonlinear and node
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Table 2.1: Physical parameters for the simulated network.

Description Value

Span length 70 km

Signal peak power 2 mW

Bit duration 100 ps (10 Gbps)

Pulse shape NRZ

Fabric crosstalk −40 dB

Adj. port crosstalk −30 dB

Non adj. port crosstalk −60 dB

Adj. Wavelength crosstalk −25 dB

Fiber loss 0.2 dB/km

Nonlinear coefficient 2.2 (W km)−1

Linear dispersion 17 ps/nm/km

Dispersion compensation 100% post-DC

ASE noise factor 2

Receiver electrical bandwidth 7 GHz

Number of wavelengths 8

Minimum Q factor 6

crosstalks), it is not possible to transmit signals over more than roughly 1000 km with

standard techniques1 while achieving adequate QoT (BER < 10−9, corresponding to a

Q factor of 6) [16]. The regional network we consider, on the contrary, exhibits milder

impairments that are low enough to guarantee that, at low loads (and hence when no

or low crosstalk occurs), any node is reachable from any other node while maintaining

adequate QoT. At higher loads, interchannel and node crosstalks become disruptive

but their effects are mitigated by QoT-aware RWA algorithms such as HQ, as shown in

what follows. For simplicity, we modified the NSF topology such that each link consists

of an integer number of 70-km fiber spans.

1Note that link distances longer than 1000 km are achievable using optimized long-haul link design

and components.
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The physical parameters for the simulated network are summarized in Table 2.1.

The high attenuation for non-adjacent port crosstalk we used essentially means that

we ignored it; indeed, in practice, the main leaks at the demultiplexers come from

adjacent channels. Calls are assumed to arrive according to a Poisson process and have

exponentially distributed holding times with unit mean. The results are averaged over

the simulation run for 5000 connection arrivals. The source and destination nodes of

a connection are randomly (uniformly) selected. The network load is thus the total

arrival rate of calls to the network.

2.3 Performance Metrics

We investigate RWA algorithm performance from two perspectives, blocking probability

and vulnerability to a random failure. After taking the physical layer impairments

into consideration, there are two types of blockings: wavelength blocking due to the

unavailability of a continuous wavelength on the chosen path (wavelength continuity

constraint not met) and QoT blocking due to the unsatisfactory Q factor of the path

after network resources have been allocated to it (QoT constraint not met).

Several analytical models have been proposed in the literature that find the wave-

length blocking probability in WDM networks with no physical layer impairments, such

as [33, 34]. These works have been extended in [35] where considering the physical layer

impairments, the authors try to provide a formulation to compute QoT blocking. All

these works consider only one primary path for each connection. In survivable net-

work design, in particular in path protection approach, an analytical model should

consider the correlation between the primary and backup path, which makes such an

approach a complicated one. In particular, in the face of physical layer impairments,

this correlation is stronger and as we will see in this work, even the wavelength block-

ing is dependent on the physical layer impairments. In this dissertation, we evaluate

the blocking probability via simulations. This approach is described in the following

sections.

Since the purpose of survivability schemes is to prevent connections from breaking
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down because of failures, in addition to various types of blocking in the system, we

are also interested in the network behavior when a random failure occurs. Single link

failure is considered in this dissertation: at any time, at most one link failure is allowed

in the entire network. In our link failure model, we consider that (single) link failure

location and time of failure are randomly (uniformly) distributed over their respective

domains.

We define Vulnerability Ratio as a metric to describe the performance of our algo-

rithms in the context of random single link failures. Vulnerability Ratio, V , is defined

as the probability that a randomly picked ongoing connection (at the time of failure)

cannot be restored because of lightpath unavailability (in the case of restoration al-

gorithms) or unacceptable QoT (for both protection and restoration algorithms), if

a random link fails at a random point of time during the operation of the network.

To illustrate the steps required to calculate V , we first need to define connection and

network state.

A connection is denoted by the four tuple (s, d, r, w), where s denotes the connection

source, d denotes its destination, r is the route the connection is using, which consists

of the set of links and crossconnects allocated to this connection, and w is the assigned

wavelength. We denote a connection by c.

The state of the network is defined by the set of ongoing connections. In state s,

the set of ongoing connections is shown by C(s).

Vulnerability Ratio can be written as:

V = P [a random connection c ∈ C(s) can’t be restored

if a random link fails at a random point of time]

=
∑

l,s

P [a random connection c ∈ C(s) can’t be restored |

link l fails, network is in state s]

×P [link l fails, network in state s].

We define the binary random variable Xc,l,s as follows:
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Xc,l,s =



















1, if c can’t be restored when the network is in state s and link l fails

0, otherwise.

Using this definition, we can write:

V =
∑

l,s

Ec∈C(s)[Xc,l,s] × f(l, s)

where f(l, s) is the probability that link l fails given some link has failed, and the

network is in state s when it does. Since these two events are independent, we can

write:

f(l, s) = g(l) × h(s)

where

g(l) = P [link l fails | some link has failed],

and

h(s) = P [network is in state s when some link fails].

Assuming all links have the same failure probability:

g(l) =
1

L
.

Since we assume that the time of occurrence of a link failure is uniformly distributed,

we can write:
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h(s) = P [network is in state s].

To find the state probability of the network, we need to determine the transition

rates between network states. The transition rates are dependent on the RWA algo-

rithms used and, in the context of all-optical networks with physical layer impairments,

it is dependent on the physical layer noise and crosstalk accumulations. Hence, theo-

retical calculation of V is a very difficult task. In the following, we describe how the

vulnerability ratio is computed through simulation. We note that the vulnerability of a

connection stays the same between network state changes (i.e., connection admissions

and departures). Therefore, we can calculate the Vulnerability Ratio by averaging the

vulnerability over all network states.

For a failure on link l in network state s, we calculate Ec∈C(s)[Xc,l,s] as,

Ec∈C(s)[Xc,l,s] =
Dl

s

Ts

(2.3)

where Dl
s is the number of the connections that are dropped when link l fails (due to

unacceptable QoT or lightpath unavailability), and Ts is the total number of ongoing

connections in state s. We denote by L the number of links, and by S the total number

of network states during network evaluation. For each network state period, any of

the links can fail with equal probability,2 hence the following average over possible link

failures:

Vs =
1

L

L
∑

l=1

Ec∈C(s)[Xc,l,s] =
1

L

L
∑

l=1

Dl
s

Ts

(2.4)

where Vs is the Vulnerability Ratio given the network is in state s.

Then, averaging over the entire network operation period, the Vulnerability Ratio

is:

V =
1

L

1
∑S

s=1 τs

S
∑

s=1

L
∑

l=1

Dl
sτs

Ts

. (2.5)

2We assume this in this dissertation. Other failure probability distributions can easily be incorpo-

rated if needed.



Chapter 3

Cross-Layer Path Protection RWA

Algorithms

Protection algorithms are schemes that provision some resources in the network for

survivability purpose. Protection algorithms can be either path-wise or link-wise, in

which a protection route is provisioned for the path or link, respectively. Path protection

algorithms can use either a shared protection path or a dedicated one [11]. We begin

by looking at dedicated path protection (1+1). In dedicated path protection, every

connection has two link-disjoint lightpaths to handle single-link failures, a primary

path and a backup path. In networks with regeneration (such as SONET), both the

primary and backup paths are simultaneously used, and the receiving node monitors

each copy of the signal and uses the best one (lowest BER). This ensures quick traffic

restoration in case one of the paths fails. However, in transparent DWDM networks

that are transmission-impaired, keeping the backup path dark or lighting it up has an

impact on the QoT of other lightpaths in the network. Lighting up the backup path

worsens the impairments for other lightpaths due to added crosstalk and thus increases

the blocking probability of lightpaths. On the other hand, keeping the backup path

dark (until it is needed) can lead to increased traffic restoration times (due to additional

needed signaling between transmitting and receiving nodes). Therefore, it is of interest

to study the effect of lighting up the backup path on network performance. Besides

blocking probability, in this chapter we also study the impact of dark and lit backup

17
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paths on the vulnerability of connections to failures.

Parts of the results presented here were published in [36, 37].

3.1 RWA Algorithms

Traditional RWA algorithm design assumes a perfect physical layer, which leads to

downgraded blocking probability performance when physical layer impairments are

taken into consideration. These algorithms typically have low wavelength blocking

probability but have high QoT blocking probability – particularly when there are strong

physical layer impairments – and hence an unsatisfactory total blocking probability. To

deal with this situation, new QoT-aware RWA algorithms have been designed and their

performances have been verified through extensive simulations. The idea behind QoT-

aware RWA algorithms is to take physical layer impairments into consideration while

choosing the wavelength and route for a connection request in the admission control

process with the hope that this admitted connection does not significantly degrade the

QoT performance of other ongoing connections.

We look at two non-QoT-aware RWA algorithms. In the first, a connection is

routed according to the shortest path algorithm and the first (lowest index) available

wavelength on that path (if any) is assigned to that connection. We refer to this method

as First Fit or FF in short. In the second approach, for each working wavelength we

try to find the shortest path (none may be available, due to wavelength unavailability

somewhere along that path) and assign the shortest one among all to the connection.

We refer to this approach as Best Fit or BF.

As a QoT-aware algorithm, we consider the Highest Q Factor algorithm (HQ) [16].

In HQ, a shortest path algorithm is run on each wavelength to find a candidate path

on each wavelength. Then the end-to-end Q factor is calculated for all candidate paths

and, among all the candidate paths, the path with the highest Q factor is chosen for

the current connection. Paper [16] shows that this algorithm leads to low average BER

and high fairness among connections with different path lengths.

Despite its good performance, HQ algorithm assigns a route and wavelength based
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only on the network information in the moment when a new connection arrives. In

other words, it does not predict the future state of the network, so it would be able to

assign resources to a newly arrived connection in a way that the network be able to

accommodate more connections in the future. Toward such objective, we propose two

new algorithms called Highest Total Q (HTQ) and Least Degrading of Q factor (LDQ)

that use the accumulated information of network’s past, in order to predict its future.

In HTQ, when a new connection arrives, it calculates the total Q factor of all ongoing

connections in the network, called “Total Q” and then assigns a route and wavelength to

the connection that results in highest “Total Q”. A newly arrived connection adversely

impacts the ongoing connections. HQ algorithm is only concerned about maximizing

the Q factor of the new connection, but in HTQ, at the same time as maximizing the

Q factor for the new connection, the algorithm tries to minimize its impact on the rest

of the network connections. This way instead of considering the Q factor for only the

arrived connection, the network is trying to find resources for a new connection in a way

that is the best for the future of all the connections in the network. This is achieved

by considering all the information since the arrival of the oldest ongoing connection in

the network, which is a good representation of the future state of the network.

LDQ tries to assign a route and wavelength to a new connection in a way that it has

the least degrading impact on the future overall Q factor of the network, again by using

the information from network’s past and trying to assign resources to a new connection

in a way that it reduces the total network Q factor the least.

3.2 Path Protection

In the context of dedicated path protection, three aforementioned RWA algorithms are

considered here: shortest path routing with First-Fit wavelength assignment (FF), Best-

Fit RWA (BF) and the Highest Q Factor RWA algorithm (HQ). These RWA algorithms

using either a lit or dark backup path are investigated under dedicated path protection

schemes using the same network topology and physical layer parameters.

First let us explain the connection admission procedure for the FF RWA. With the
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lit backup path protection scheme, the FF algorithm is run twice in order to compute

two link-disjoint paths. If the wavelength continuity constraint cannot be met on either

of the two paths, the connection is wavelength blocked. Otherwise, both paths are

assumed to be lit up and QoT blocking verification starts (the wavelengths for the

two lightpaths may be different). In this scheme, only one of the two paths of any

ongoing connection needs to meet the BER threshold requirement for the receiving end

to correctly receive the data. Thus, the interference brought into the network by the

establishment of the two paths of the new connection request should be limited enough

so that no connection in the network sees both its lightpaths disrupted (due to an unmet

QoT constraint) at the same time. If both the primary and the backup path of any

ongoing connection (or those of the new connection) do not meet the QoT constraint,

then the arrived connection is QoT-blocked. If the arrived call is admitted, then both

lightpaths are lit up.

In the dark backup path protection scheme, the wavelength blocking check is the

same as with the lit backup path protection scheme; however, since the dark backup

path protection scheme only lights up one path during the whole transmission period,

the QoT verification phase differs. One of the paths (first shortest path) is assumed

to be lit and the QoT constraint is checked for the primary path of every ongoing

connection in the network, including the new connection itself. If all primary paths in

the network meet the QoT constraint then the new connection is admitted; the path

chosen to be lit is the primary path, while the other path (for which the QoT constraint

is not checked) is the backup path. If the QoT constraint is violated, then the same

procedure is repeated with the second shortest path of the incoming connection. If the

QoT constraint cannot be met for both the first and the second shortest path, then

QoT blocking occurs.

The procedure detailed above is similar in the case where the chosen RWA algorithm

is BF, HQ, HTQ or LDQ instead of FF, except that the candidate paths for the roles

of primary and backup path are not required to be the first and second shortest path,

but are chosen according to the BF or HQ algorithms.
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3.3 Performance Evaluation: Blocking

The wavelength blocking probability, which is only due to unavailability of wavelength

and does not take into account the quality of the received signal, is shown in Fig. 3.1.

One noticeable observation is the lower wavelength blocking of the lit backup scheme

in all RWA algorithms. The reason is that in lit backup schemes (as we will see in

Fig. 3.2) more connections are blocked due to the low quality of their received signals,

therefore more free wavelengths are available for the new arrivals. In this graph, we also

see that the wavelength blocking probabilities of BF and HQ path protection algorithms

are in the same range and all are lower than that of FF schemes. This is due to the

fact that BF and HQ search for the shortest path on all available wavelengths but FF

finds the shortest path, then tries to find an available wavelength on that path.

Next we look at the total blocking probability1 of protection schemes, depicted in

Fig. 3.2. Considering the lower offered load values, the lit backup protection scheme

has much worse performance than the dark backup one. This is due to the increased

interference caused by lighting up the backup paths, and consequently deteriorating

the quality of newly arriving connections. The lower blocking probability of the dark

backup scheme can be weighted against its slower traffic restoration compared to the

lit backup scenario.

In this graph, we also look at the cross-layer (or QoT-aware) path protection al-

gorithm HQ, and as we can see, it significantly improves the performance of both lit

and dark backup scheme. We also see that the HQ lit backup algorithm even outper-

forms the FF dark backup scheme. Best-Fit dark backup algorithm also shows very

good performance which is the consequence of combining the low wavelength blocking

of the BF algorithm and good performance of the dark backup scheme. At higher

loads, all algorithms seem to have poor performance. This can be explained as follows.

HQ algorithm tends to distribute lightpaths over the entire network such that they

have minimum impact on each other. But as the offered load to the network increases,

there is little extra capacity available for the HQ algorithm to use for improving the

1Note that P (blocking) = P (wavelength blocking) + [1 – P (wavelength blocking)] P (QoT blocking).

Thus, the total blocking probability is not the sum of the wavelength and QoT blocking probabilities.



CHAPTER 3. CROSS-LAYER PATH PROTECTION RWA ALGORITHMS 22

performance.

2 4 6 8 10 12 14 16 18 20
10

−3

10
−2

10
−1

10
0

Load (Erlang)

W
av

el
en

gt
h 

B
lo

ck
in

g 
P

ro
ba

bi
lit

y
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Figure 3.1: Wavelength blocking probability vs. traffic load for protection algorithms.

The improvement that HTQ and LDQ algorithms provide compared to HQ, is shown

separately in Fig. 3.3. Improvement that can be achieved by these two algorithms are

significant when the blocking due to QoT is high. Due to this fact, we have chosen

the lit backup path protection scheme in this figure. LDQ algorithm has a very similar

result to HTQ, therefore we are showing the result only for HTQ algorithm. Fig. 3.4

shows the total blocking probability for these schemes. In a scenario where the QoT

blocking is more dominant, these improvements can be very valuable.

3.4 Performance Evaluation: Vulnerability

We now look at the vulnerability ratio as an indication of the capability of these algo-

rithms to recover from a failure. Recall that the vulnerability ratio is the probability
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Figure 3.2: Total blocking probability vs. traffic load for protection algorithms.

that a random ongoing connection (at the time of failure) cannot be restored due to

unacceptable QoT (or even unavailability of lightpath in the case of restoration), if a

random link fails at a random point of time during the operation of the network.

The vulnerability ratio of protection schemes are shown in Fig. 3.5. When connec-

tions affected by a failure start using their backup paths, the backup paths for a fraction

of these connections may not have adequate QoT (the only reason why a connection

would not be restored in the lit backup path case) or they may even influence other

lightpaths (in the case of dark backup path protection).

In the low offered load range (below 10 Erlangs), we see that again the HQ algorithm

improves the performance due to its capability of providing higher Q factor margin for

each connection in the setup phase by carefully spreading them out over the network.

When a random link failure happens, although interference may increase due to the

protection scheme, the path signal quality represented by Q factor could still remain
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Figure 3.3: QoT blocking probability vs. traffic load for HQ and HTQ lit backup path

protection algorithms.

above the required threshold even after some decrease. From another perspective, HQ

improves vulnerability ratio over FF by a larger margin for the lit backup scheme than

for the dark backup scheme. This is because in the lit backup scheme, HQ knows the

backup path’s signal quality, so that it could take measures to alleviate its interference

with others. In the dark backup scheme, the backup path is lit only when a failure

happens and it is impossible for HQ to predict the interference that the dark backup

paths are going to introduce when they are lit. Moreover, we see that the BF algorithm

does not improve over the FF algorithm, due to the fact that the non-QoT aware

BF RWA is not able to intelligently spread out the connections over the network, as

opposed to HQ. This shows that cross-layer algorithms are best capable of reducing the

vulnerability than just a more efficient wavelength assignment that is not QoT-aware.

We see from Fig. 3.5 that as the offered load to the network increases toward 9
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Figure 3.4: Total blocking probability vs. traffic load for HQ and HTQ lit backup path

protection algorithms.

Erlangs and there are more ongoing connections spread out over the entire network,

the HQ algorithm cannot improve the performance by finding better paths because

there is too much interference on all candidate paths. Indeed, at higher offered loads,

HQ has a negative impact. This phenomenon can be explained by the fact that HQ, by

providing lower blocking probability, admits more connections into the network, which

in turn highly increases the vulnerability of the network to a failure, and since there

are already too many connections spread all over the network, HQ cannot be of much

help in the recovery phase. The same argument explains the higher vulnerability of BF

compared to FF as the load increases. In general, in these load ranges, the network does

not have a good performance both in terms of blocking probability and vulnerability

ratio and the network operators should avoid these operating regions.
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Figure 3.5: Vulnerability ratio vs. traffic load for protection algorithms.



Chapter 4

Cross-Layer Restoration RWA

Algorithms

Path restoration algorithms refer to the survivability schemes that react dynamically to

the failure. In other words, there is no resource provisioning for the sake of survivability

and every action to recover from a failure is taken only if one occurs. As expected,

and shown by the numerical results in this chapter, these algorithms exhibit better

performance in terms of the blocking probability than their protection counterparts.

An interesting result of our study shows that in realistic transmission-impaired DWDM

networks, path restoration has a failure vulnerability close to that of path protection.

This shows that a naive approach to reserve resources for failure recovery not only

wastes the network resources and increases the blocking probability, but also it cannot

assure recovery from a failure any more than a simple restoration method that uses

resources efficiently and has low blocking probability.

4.1 Path Restoration

Path restoration can be achieved in several ways. One approach is to use shortest

path and FF scheme to set up a path for an arrived connection, and to use the same

to find the restoration path between the connection source and destination in case of

27
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Table 4.1: Path protection and restoration schemes.

Non-QoT-Aware QoT-Aware Compound

Protection Schemes FF (Lit/Dark) Backup (Sec. 3.2) HQ (Lit/Dark) Backup (Sec. 3.2) N/A

BF (Lit/Dark) Backup (Sec. 3.2) SPALW (Lit/Dark) Backup (Sec. 5.2)

MC (Lit/Dark) Backup (Sec. 5.2)

Restoration Schemes FF-FF (Sec. 4.1) HQ-HQ (Sec. 4.1) HQ-FF (Sec. 5.1)

BF-BF (Sec. 4.1) HQ-BF (Sec. 5.1)

link failure. We refer to this method as FF-FF1 Path Restoration. To improve the

performance of this method, we introduce a QoT-aware path restoration scheme, in

which we use the HQ algorithm to find the path for the arrived connection and to

restore a connection from a link failure. We refer to this approach as HQ-HQ Path

Restoration. To have a fair comparison with the HQ algorithm that uses the shortest

paths on all available wavelengths as the candidates to find the one with highest Q

factor, we also look at the Shortest Path Best-Fit (BF-BF) path restoration method

in which both for primary and restoration paths, the shortest path on every available

wavelength is found and then the shortest among them is chosen for the connection.

Table 4.1 summarizes our path-wise algorithms, including the fast QoT-aware algo-

rithms that will be introduced in Chapter 5.

4.2 Link Restoration

In the link restoration scheme we study here, arriving calls are routed according to the

Shortest Path routing algorithm with First-Fit Wavelength assignment. In case of link

failure, for each affected connection we find the shortest available path around that link

on the same wavelength the connection is already using. It is obvious that different

connections may need to use different restoration paths.

Clearly in both link and path restoration, there exists the possibility that a restora-

1In our terminology for path restoration schemes, the first acronym refers to the wavelength assign-

ment algorithm to the primary route and the second refers to the restoration route. Routing algorithm

is shortest path in both cases.
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tion path cannot be found due to wavelength unavailability. This contributes to the

vulnerability ratio of the restoration algorithms and numerical results for it are pre-

sented later in the chapter.

4.3 Performance Evaluation: Blocking

The wavelength blocking probability of the restoration algorithms are shown in Fig. 4.1.

The FF-FF path restoration and link restoration have the same blocking probability

because they behave the same way in the call setup phase. This graph shows that

BF wavelength assignment leads to much lower wavelength blocking than FF (notice

that regarding wavelength availability, BF and HQ behave the same way). But as for

the total blocking probability, which includes QoT-blocking, we see from Fig. 4.2 that

BF scheme is not much advantageous. It can be seen that the proposed HQ-HQ path

restoration algorithm highly outperforms other algorithms in the presence of physical

layer impairments, which supports the idea of using cross layer approaches in all-optical

network design. This advantage comes at the cost of increased time complexity, which

will be discussed later in the dissertation.

4.4 Performance Evaluation: Vulnerability

Vulnerability ratio for restoration algorithms is plotted in Fig. 4.3. One interesting

observation here is that even the non-QoT-aware path restoration algorithms have vul-

nerability ratios at the same level as the dark backup path protection, and significantly

lower than the lit backup protection schemes (either QoT-aware or non-QoT-aware

ones; see Fig. 3.5). In theory we can argue that by reserving some resources for protec-

tion, we may encounter higher blocking probability but the network can be guaranteed

to recover from failure. But we see that in fact where the physical layer has impair-

ments, this argument is not true and a naive approach to resource reservation would

even increase the vulnerability of the network to failure. In the same way, we can see

that link restoration has lower vulnerability compared to link protection.
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Figure 4.1: Wavelength blocking probability vs. traffic load for restoration algorithms.

These results also show that adding QoT awareness to the path restoration scheme

by using HQ for initial call setup and finding the restoration path, in other words

using HQ-HQ path restoration, further decreases the vulnerability ratio of the network

significantly. It is obvious that the restoration algorithms may not be able to recover the

affected connections from a failure due to unavailability of wavelength. The probability

of such an event is shown in Fig. 4.4. Please note that this probability is zero for

the protection algorithms (because backup wavelengths are reserved at the time of call

setup) and is included in the vulnerability ratio shown in Fig. 4.3 for the restoration

algorithms.
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Figure 4.2: Total blocking probability vs. traffic load for restoration algorithms.
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Figure 4.3: Vulnerability ratio vs. traffic load for restoration algorithms.
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Figure 4.4: Wavelength vulnerability ratio vs. traffic load for restoration algorithms.



Chapter 5

Fast Failure-Recovery RWA

Algorithms

Time sensitive applications such as multimedia, require more than recovery from a

failure; the speed of recovery is highly important as well. In this section we look at this

critical factor of the survivability algorithms and provide new cross-layer and compound

algorithms for fast failure recovery.

5.1 Compound Restoration Algorithms

As shown in the previous chapter, the HQ-HQ path restoration algorithm has a desirable

performance both in terms of the blocking probability and the vulnerability ratio, but

it is computationally intensive and is rather slow for high-speed all-optical networks.

To have a network with seamless connectivity even in the face of a failure, a high speed

restoration algorithm is desirable. Toward this goal, we look at the combination of HQ

connection setup and non-QoT-aware restoration schemes. In the first algorithm we

look at, every arriving connection is routed based on the HQ method. In case of a

failure, the restoration path for every affected connection is found according to the FF

algorithm. We refer to this algorithm as HQ-FF. As opposed to the HQ-HQ method in

which the restoration paths are also found according to the HQ algorithm, HQ-FF is

expected to be considerably faster. Our simulation result in the next section supports

34
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this expectation. In the second approach, we establish the primary path according to

the HQ algorithm, and for the restoration paths we use the BF approach. We refer to

this algorithm as HQ-BF. The performances of these two proposed algorithms in terms

of blocking probability and vulnerability ratio are discussed in Section 5.3.

5.2 Protection Algorithms with Low Complexity

To avoid the computational complexity of the HQ algorithm we first propose the idea

of including the information about the physical layer in link weights [38]. In this way,

a simple shortest path algorithm can implicitly take into account the physical layer

characteristics. We introduce the Shortest Path with Adaptive Link Weights algorithm

(SPALW), a QoT-aware scheme that runs a shortest path algorithm on an adaptive link

weight network. The link weights are chosen to represent the physical layer interfer-

ences. Three factors contribute to link weights: physical length of the link, wavelength

availability of the link, and the number of established connections at the link’s end

nodes.

The physical length of the link accounts for the amplified spontaneous emission

(ASE) noise from amplifiers. The longer the physical length is, the more amplifier and

the stronger the ASE noise is. We denote this factor by L.

Wavelength Availability is a parameter that accounts for the wavelength continuity

constraint. In traditional routing techniques, links are weighted according to their

length. However, by assigning higher weights to links with fewer available wavelengths,

connections tend to be routed on the links that have more available wavelengths, thereby

increasing the chance to meet the wavelength continuity constraint. We define the

Wavelength Availability Γ of a link as follows:

Γ =
λUsed

λTotal − λUsed

.

Thus, when there is no used wavelengths on a link, λUsed = 0 and Γ = 0. When all the

wavelengths on a link are in use, λUsed = λTotal and Γ = ∞.

In our physical layer model, we include impairments due to node crosstalk (optical

leaks at the demultiplexers or within the switching fabric in nodes). In [22], three types
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of crosstalk were introduced, namely, switch port crosstalk, self crosstalk and neighbor

crosstalk. Switch port crosstalk comes from the interaction between two connections

that traverse the same node on the same wavelength. The other two types of crosstalk

(adjacent crosstalk) are only possible if several connections using adjacent wavelengths

traverse the same node; the more connections traversing a node, the higher the crosstalk

impairments experienced by those calls. For this reason, we include in the link weights

the number of established connections at the link’s end nodes. We define the established

connection quantity at the head node as QHead and at the tail node QTail.

To make these three factors comparable and have the relatively same influence on

the link weights, three coefficients are defined. We call α the physical length coefficient,

β the wavelength availability coefficient, and γ the established connection quantity

coefficient. Overall, we define link weights as:

Weight = αL + βΓ + γ(QHead + QTail) = αL + β
λUsed

λTotal − λUsed

+ γ(QHead + QTail).

SPALW selects the path with the minimum weight using a shortest path algorithm

in the weighted graph defined above, and assigns the first available wavelength to the

connection.

We call our second RWA algorithm “Minimum Crosstalk” (MC). This algorithm

is adopted from [22] and is adjusted here for protection purpose. Minimum Crosstalk

(MC) is similar to HQ, with a different wavelength picking technique. MC runs a

shortest path algorithm for each wavelength (with constant link weights equal to the

physical link lengths) to find candidate routes. For each candidate route, the number

of crosstalk components along the route is calculated. Since the two types of crosstalks

we consider have different leak ratios, we use two coefficients to differentiate their

influences. For each route candidate, the crosstalk intensity (CI) on wavelength j is

defined as:

CIj =
Nr
∑

i=1

ηN s
i + δNa

i ,

where Nr is the number of nodes on the considered route and wavelength j, N s
i is

the number of connections on the same wavelength, at node i, Na
i is the number of

connections on adjacent wavelengths at node j, η is the switch port crosstalk ratio, and
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δ the adjacent wavelength crosstalk ratio. Among all the candidate routes, it chooses

the route with the minimum crosstalk intensity: CI = minj{CIj}.

5.3 Performance of the High Speed Algorithms

The typical value for switch port crosstalk ratio and adjacent wavelength crosstalk ratio

are -30dB and -25dB, therefore the parameters chosen for the performance evaluation

of the MC algorithm are η = 10−30dB/10 = 0.001 and δ = 10−25dB/10 = 0.0032. We used

α = 1, β = 100, and γ = 2 in SPALW.

Fig. 5.1 shows the blocking probability for the high speed algorithms proposed in

this chapter. We see that the HQ-FF and HQ-BF as well as HQ-HQ path restoration

algorithms enjoy a very low blocking probability. Note that these three algorithms

behave exactly the same way in the call setup phase, therefore they have the same

blocking probability. Also we observe that SPALW and MC both have lower blocking

probability than FF path protection schemes (see Fig. 3.2) and in the higher traffic

load region, their performance is similar to the HQ path protection schemes (in dark

or lit back up cases, respectively; the curve for dark backup case is repeated here for

comparison).

Looking at the vulnerability ratio in Fig. 5.2 shows that the HQ-BF and HQ-FF path

restoration algorithms, SPALW, MC dark backup path protection algorithms perform

in the same range and have vulnerability ratios close to that of the HQ dark backup

scheme, while lit back up path protection algorithms are more vulnerable to a failure.

Fig. 5.3 shows the processing time1 for the restoration algorithms. Here we can

see the high time complexity of HQ-HQ path restoration, and that the compound

algorithms produce significant improvements and are almost as fast as non-QoT-aware

1The processing time here is the total simulation time. As was mentioned earlier, in order to

measure the vulnerability ratio, any time the network state changes (either a connection arrival or

departure occurs) we fail all the links in the network one by one and compute the number of ongoing

connections that cannot be restored, and then average over all link failures. Thus, this measured time

is only for comparing the time complexity of the algorithms together, and does not directly measure

call setup times of each algorithm. The simulation is run on an unloaded general purpose computer.
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algorithms. Fig. 5.4 shows the processing time for the protection schemes. Here also

we see the improvements in time complexity caused by the SPALW and MC algorithms

compared to the HQ path protection. These results show the performance trade offs

between these algorithms and depending on the particular application, the right one

should be chosen.
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Figure 5.1: Blocking probability vs. traffic load for high speed algorithms.
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Figure 5.2: Vulnerability ratio vs. traffic load for high speed algorithms.
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Figure 5.3: Time complexity vs. traffic load for restoration algorithms.
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Figure 5.4: Time complexity vs. traffic load for protection algorithms.



Chapter 6

Cross-Layer Link Protection RWA

Algorithms

What makes link protection attractive is its fast local recovery feature. Since every link

in the network has a backup path reserved for it, the only switching actions required

are by the two ends of the failed link. One way to assign wavelengths for protection

in mesh networks is the ring cover approach which embeds rings on the mesh, with

each ring functioning similarly as a Bidirectional Line-Switched Ring (BLSR). Another

approach, proposed in [13], which is conceptually related to the ring cover scheme is

generalized loopback. We will use generalized loopback in this work as one approach to

link protection and evaluate its performance in face of physical layer impairments.

The downside of link protection, especially the ring cover approach, is its high

redundancy in wavelength resources reserved for protection. This problem is highly

alleviated by the idea of protection cycles (p-Cycles) [10]. In this approach, the mesh

network is covered by a set of cycles, but wavelengths are not reserved on the straddling

links of the cycles. Available approaches in the literature to construct p-Cycles, assume

known traffic matrix. In this work we propose a new approach to preconfigure p-Cycles

independent of the traffic matrix and RWA, which is a desirable approach in practice,

and we present the ILP formulation to construct the p-Cycles.

It is known that it is best to have the maximum possible number of links as strad-

dling, in other words a Hamiltonian p-Cycle (if it exists) is known to be optimal in the

42
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Figure 6.1: A 6-node network. The number next to each link corresponds to the number

of spans, 70 km each.

sense that it is able to reach the low redundancy limit [39]. In this work we show that in

practice where lightpaths face physical impairments, a Hamiltonian p-Cycle makes the

network more vulnerable to failure than a set of smaller p-Cycles. The idea of p-Cycle

network design with circumference limits has also been studied in [40], but not in the

context of all-optical networks facing PLIs, and no network vulnerability evaluation

was presented. Here we will show the trade-off that exists between network’s blocking

probability and vulnerability ratio in all-optical networks. Parts of the results presented

here were published in [41, 42].

6.1 Protection Cycle Design

To be able to use different RWA schemes in a network that uses p-Cycles for protection

purpose, we propose the idea of preconfiguring p-Cycles in the networks. The problem

of preconfigured p-Cycle selection is one of finding a set of overlay cycles that cover

the network such that each link is either on a cycle or has its two ends on a single

cycle, in other words a link is either on-cycle or straddling. The planning is done in

a way that except for the two ends of the failed link, all switches in the network are

preconfigured for the sake of protection. In the approach we present here, after the

p-Cycle planning is complete, the connections can arrive and depart without any need

to change the p-Cycle configuration. This enables us to study the performance in terms

of the blocking probability.

We demonstrate our p-Cycle selection method through an example. Consider the

simple network shown in Fig. 6.1. One way to assign p-Cycles is to select the Hamil-

tonian cycle as the only p-Cycle and in this case the links not on the cycle are all
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Figure 6.2: Bluesetup graph for call set up on wavelength set Λ1. Bold lines show

on-cycle links.
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Figure 6.3: Redsetup graph for call set up on wavelength set Λ2.

straddling. We define two directed graphs (digraphs) available for connection setup:

Bluesetup digraph shown in Fig. 6.2 and Redsetup digraph (Fig. 6.3). Note that the links

on the p-Cycle (Hamiltonian in this case) are available in one direction only, but strad-

dling links are available in both directions for call setup. Suppose the wavelength set in

the network is Λ = Λ1 ∪Λ2, where Λ1 and Λ2 equally divide Λ. The wavelengths in set

Λ1 are available for connection setup on Bluesetup digraph and those in Λ2 are available

for connection setup on Redsetup. For a new connection request, the network manager

will run the RWA algorithm on both digraphs using the corresponding wavelength set

and in the case of FF RWA, selects the shorter one, and in the case of HQ, selects the

one with higher Q factor for the connection. The availability of two digraphs can yield

a shorter path (in FF) or one with higher Q (in HQ) for the connection, than a case in

which all the wavelengths are available for connection setup on one digraph only. This

can be seen by considering the fact that the path from a source to a destination may

be different in length on the two setup digraphs.

In case of a link failure, two other digraphs with two corresponding wavelength sets

will be used for protection: Blueprotection (shown in Fig 6.4) with wavelength set Λ1 and

Redprotection (Fig 6.5) with set Λ2. The connections that have been using the failed link

using a wavelength in set Λ1 (equivalently, have been using the Bluesetup) will now be
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Figure 6.4: Blueprotection p-Cycle for protection on wavelength set Λ1.
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Figure 6.5: Redprotection p-Cycle for protection on wavelength set Λ2.

using the Blueprotection digraph. Respectively, those that have been using Redsetup on Λ2

have the corresponding wavelength reserved for protection on a path predetermined by

Redprotection. By treating all the links the same, this approach is intended to achieve the

same failure recovery speed for any link failure. Section 6.4 provides an ILP formulation

for finding such set of p-Cycles in the network.

Figs. 6.4 and 6.5 show the Hamiltonian p-Cycle. In this case, less resources are

reserved for protection. In theory the Hamiltonian p-cycle is considered to be optimal,

since it reserves the minimum possible resources for protection and it is expected that

any protection algorithm will provide 100% recovery from failure. However, when light-

paths undergo physical layer impairments, this conclusion is not true. As the numerical

results in the next section show, link protection does not necessarily guarantee recov-

ery from a failure. Moreover, our results show that the Hamiltonian p-cycle further

increases the vulnerability of the network to a failure. We will also present numerical

results for two sets of p-cycles in a mesh network shown in Fig. 6.6, namely A-B-C-

D-E-L-M-N-A and E-F-G-H-I-J-K-L-E, as well as the Hamiltonian p-cycle shown in

Fig. 6.7.

We define the problem of p-Cycle design as one that tries to minimize a weighted

combination of the total resources reserved for protection, and the length of the max-

imum cycle that exists in the final results. Later in this chapter, we will present this
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Figure 6.6: A mesh topology with multiple (two) p-cycles. The number next to each

link shows the number of spans.

objective in more details and show the advantage of achieving such objective, in terms

of network performance.

We claim this problem is an NP-hard problem. To prove this claim, we look at a

special version of this problem. In simplest form, we want to find a cycle (or cycles) in

the network such that the minimum resources are reserved for protection purpose. To

this goal, the first step is to determine whether the network is Hamiltonian or not, and

if it is to find the Hamiltonian cycle. We use the following theorem [43].

Theorem 6.1.1 The problem of determining whether a Hamiltonian path or a Hamil-

tonian cycle exists in a given graph (directed or undirected) is NP-hard. Moreover, the

problem of finding a Hamiltonian cycle or path is NP-hard.

According to this theorem, the p-Cycle selection problem presented here, in its

simplest form where it tries to only minimize the resources reserved for protection, is

an NP-hard problem. Therefore the general problem, which is a harder version is NP-
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Figure 6.7: A mesh topology with Hamiltonian p-Cycle.

hard. Hence there exists no known algorithm to find such p-Cycles in polynomial time.

In Section 6.4, we provide an ILP algorithm as an approach to find such p-Cycles.

6.2 Generalized Loopback

The generalized loopback algorithm has been proposed in [13], which we use here to

compare its performance with p-Cycle approach. In that work, an algorithm is presented

to find a 2-connected directed subgraph of the network graph. This algorithm starts

by choosing an initial loop and continues to add directed paths that originate and

terminate on the existing loops until all the network links are covered. Let us call this

directed subgraph blue digraph (directed graph). At the same time another subgraph,

which we refer to as red digraph, is generated that is exactly the same as to the blue

digraph except that the edge directions are reversed. Fig. 6.8 shows one choice of loops

for this algorithm.

Half of the available wavelengths, say set Λ1, are assigned to be used by primary
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Figure 6.8: Blue and red graphs generated by the generalized loopback algorithm in

the mesh topology.

paths on the blue graph and by protection paths on the red digraph. The remaining

set of wavelengths, say set Λ2, are used to carry primary data on the red digraph and

protection data on the blue digraph. Upon arrival, a connection can be routed on

either of the two digraphs, using the wavelength set assigned for the primary data on

that digraph. In this dissertation, we use the Shortest Path routing algorithm with

First-Fit Wavelength assignment to find the primary path. In case of a link failure,

those connections that were using that link on the blue digraph direction, which are

using a wavelength in set Λ1, would be routed on the backup path on the red digraph

around that link. Since set Λ1 was reserved for protection in the red digraph, it would

be available for all those connections. The same approach would be followed to protect

data on the other digraph.

The backup path for each link is static and can be found offline, hence in case of

failure the backup path is already known around each link. In our approach, we assign

the shortest path around each link (on the other digraph) for protecting a connection
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passing that link in each direction. Notice that all the connections on the failed link

would follow the same backup path, therefore there is no need for demultiplexing and

multiplexing these connections at either end of the failed link.

6.3 Performance Evaluation of Generalized Loop Back

and p-Cycle Algorithms

Fig. 6.9 shows the wavelength blocking probability for the mesh network shown in

Section 6.1. As expected, the Hamiltonian p-Cycle results in lower wavelength blocking

than multiple p-Cycles. It can also be seen that the HQ algorithm, applied to either of

the Hamiltonian or two p-Cycle sets, greatly decreases the wavelength blocking. This is

due to the fact that HQ looks for the path on every available wavelength, and therefore

has a higher chance of finding a path.

Here we also look at the performance of the generalized loopback scheme. We

know that the generalized loopback has 50% of the network resources reserved for

protection, which leads to a high blocking probability. Again we see that HQ decreases

the wavelength blocking probability of generalized loopback dramatically, and decreases

that of p-Cycle based approaches to below 10−4 (not seen in the figure).

The total blocking probability is shown in Fig. 6.10. Here we can see that the

proposed cross-layer p-Cycle approaches have very low blocking probability even in the

face of physical layer impairments. In the generalized loopback approach, since only

one direction on each link is available to the primary call, there will be long connections

established in the network which leads to high interference and therefore high blocking

probability. Even using the HQ algorithm can only decrease the blocking probability

to the same level as non-cross-layer p-Cycle based schemes.

In terms of the Vulnerability Ratio, Hamiltonian p-Cycle is not the best choice. As

seen in Fig. 6.11 the Hamiltonian p-Cycle makes the network more vulnerable to failures

than multiple smaller p-Cycles. This is because when a Hamiltonian cycle is used for

protection, long recovery paths will be used upon failure, which in turn decreases the

quality of the received signal as well as causes more interference to other lightpaths
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already established. In the generalized loopback algorithm, we have the shortest loops

for protecting each link, hence its good vulnerability ratio. But this fact should be

weighted against the very high blocking probability of this approach.

In this figure, we can also see the improvement HQ is causing on the vulnerability

ratio. This is due to the fact that HQ intelligently distributes the connections upon their

arrival to the network, so that they would have minimum impact on each other. This

can be of help in case of a failure; the change caused by a failure will have less impact

on the other connections if they are further apart. HQ is improving the generalized

loopback vulnerability to some extent. This is due to the long lightpaths established

in this approach; HQ can be of little help in alleviating the negative impact of failure

here since long lightpaths are already facing high noise and crosstalk and their Q factor

can be very close to the QoT-blocking threshold. In particular, we see that at higher

loads, since HQ causes more connections to be admitted to the network, it even causes

a higher vulnerability.

6.4 ILP Formulation for Single Protection Class

This section presents our ILP formulations to construct a p-Cycle set that provides

the same protection class for all links. These formulations construct undirected cycles

in the network. After the ILP results are obtained, all the determined p-Cycles will

be assigned the same direction (either clock-wise or counter-clock-wise). Along with

constraints presented in this section, this way of assigning direction to cycles avoids

switching ambiguity (i.e. enable preconfigurability) in all the nodes if any link fails.

6.4.1 Parameter and Variable Definitions

System Inputs:

G(L,N) The network graph.

L = {1, . . . , L} Set of links.

N = {1, . . . , N} Set of nodes.
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Figure 6.9: Wavelength blocking probability vs. traffic load (mesh network).

Notations:

lpq The link that connects nodes p and q (0 if none exists).

pl, ql Two end nodes of link l.

Spanl The number of spans of link l.

C Upper bound for the number of p-Cycles a network can have (there is no need to

determine the exact number, it can be set to an arbitrarily fixed large value).

c ∈ C = {1, . . . , C} The p-Cycle index.

L(p) The set of adjacent links to node p.

N(p) The set of adjacent nodes to node p.

Variables:
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Figure 6.10: Total blocking probability vs. traffic load (mesh network).

Xc
l An indicator of link memberships in cycles. Xc

l is 1 if link l belongs to cycle c and

0 otherwise.

Y c
l An indicator of a link straddling a cycle. Y c

l is 1 if link l is straddling cycle c and

0 otherwise.

Zc,k
pq The cycle connectivity variable. For each pair of nodes p and q, Zc,k

pq is equal to

1 if node p can reach node q by k or fewer hops on cycle c (equivalently on links

with Xc
l =1).

6.4.2 Objective Function and Constraints

The objective is to minimize a function that is composed of two terms. The first term

tries to minimize the total reserved bandwidth for protection weighted by the number of

spans on the link where the wavelength is assigned for protection. Thus, the formulation
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Figure 6.11: Vulnerability ratio vs. traffic load (mesh network).

tries to avoid reserving wavelengths on long links and instead uses them mostly to carry

primary traffic. The reason is that due to high deployment and maintenance cost of long

links, it is desirable that they be used most of the time rather than only when there

is a failure in the network. This term indirectly minimizes the blocking probability.

The second term tries to maximize the ability of the network to recover from a failure.

The effects caused by ASE noise accumulation, ISI, and fiber nonlinear crosstalk are

incorporated in the objective function by using Spanl in the cost function. The formal

definition of the objective function is as follows:

Obj = Wb

C
∑

c=1

COSTc + Wv max
c

COSTc (6.1)

where

COSTc =
L

∑

l=1

Xc
l × Spanl. (6.2)
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The two weights Wb and Wv are parameters of the algorithm that the network manager

can use to favor one term of the optimization objective versus the other.

6.4.3 ILP Constraints

This subsection presents the optimization constraints.

∑

l∈L(p)

Xc
l × (

∑

l∈L(p)

Xc
l − 2) = 0, ∀p ∈ N (6.3)

Constraint (6.3) states that for each node, the number of neighboring links belonging

to a cycle can be either 0 or 2.1 This ensures that cycles are closed. Although this

constraint is nonlinear, it can be easily implemented using logical operators (in the

same manner, for some of the following constraints as well.)

Each link can belong to at most two cycles. Since cycles have the same direction,

if a link belongs to two p-Cycles it will be assigned a different direction on each. This

approach avoids ambiguity in switching when we demand preconfigured switching (no

real-time signaling and reconfiguration in case of a failure). Also in single protection

class scheme, if a link is a straddling one, it cannot belong to more than one cycle.

Moreover, every link must be either on-cycle or straddling. The following constraints

achieve these three goals, respectively.

C
∑

c=1

Xc
l ≤ 2, ∀l ∈ L (6.4)

C
∑

c=1

Y c
l ≤ 1, ∀l ∈ L (6.5)

[

C
∑

c=1

(Xc
l + Y c

l ) − 1

]

·

[

C
∑

c=1

(Xc
l + Y c

l ) − 2

]

= 0,∀l ∈ L,

(Xc
l + Y c

l ) ≤ 1, ∀c ∈ C, l ∈ L. (6.6)

1All nonlinear equations presented here can be easily implemented in an ILP program using logical

operators.
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Next we present constraints that construct the connectivity variables Z. First, for

every pair of nodes p, q, the corresponding variable Z can be 1, if and only if they are

adjacent (lpq ∈ L) and on the same cycle. The following equation sets this constraint.

Xc
lpq

× (1 − Zc,1
pq ) + (1 − Xc

lpq
) × Zc,1

pq = 0

∀p, q ∈ N, c ∈ C, lpq ∈ L. (6.7)

For every nonadjacent pair of nodes p, q, Zc,k
pq = 1 if and only if p can reach at least

one of the neighboring nodes of q, let’s say t, in at most k − 1 hops, in other words

Zc,k−1
pt = 1 and for node t: Zc,1

tq = 1. This can be implemented as follows:

Γ =



















0, if
∑

t∈N(p) Zc,k−1
pt × Zc,1

tq = 0

1, if
∑

t∈N(p) Zc,k−1
pt × Zc,1

tq ≥ 1

Zc,k
pq × (1 − Γ) + Γ × (1 − Zc,k

pq ) = 0, (6.8)

∀p, q ∈ N, c ∈ C, k = 2, . . . , N − 1.

Finally, each straddling link must have its two ends on one cycle only. Using the

connectivity variables, we can write:

Y c
l × (1 − Zc,N−1

plql ) = 0,∀l ∈ L, c ∈ C. (6.9)
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6.5 Performance Evaluation of Different Outputs of

the p-Cycle ILP Formulation

First we look at three sets of p-Cycles obtained for the 6-node network of Fig. 6.1.

In the first ILP formulation, setting Wb = 1 and Wv = 0 results in a set of p-Cycles

that only minimize the wavelength reservation per span for p-Cycles. This results in

the Hamiltonian p-Cycle: 1-2-3-6-5-4-1. Setting higher values for Wv results in smaller

p-Cycles and, to some extent, in lower Vulnerability Ratio. Setting Wv = 5 produces

two p-Cycles: 1-2-5-4-1 and 2-3-6-5-2 (which we refer to as medium p-Cycles). Setting

Wv = 15 results in four p-Cycles: 1-2-4-1, 4-2-5-4, 2-3-5-2 and 5-3-6-5 (which we refer

to as small p-Cycles). The way to construct the BlueSetup, BlueProtection, RedSetup and

RedProtection digraphs is as described in Section 6.1.

As expected, we see in Fig. 6.12 that the Hamiltonian p-Cycle has the lowest wave-

length blocking, since in this case maximum amount of network resources are available

for call setup. Medium p-Cycles and small p-Cycles have higher and highest wavelength

blocking probabilities, respectively. In this figure we see that applying the cross-layer

HQ algorithm reduces the wavelength blocking, since in case of HQ all wavelengths are

searched to find the candidate path.

Total blocking probability for the proposed algorithms and set of p-Cycles is shown

in Fig. 6.13. Here again we see the improvement HQ algorithm brings about on the

blocking probability.

The good blocking probability of the Hamiltonian p-Cycle should be weighted

against its poor ability in recovering from a failure, in other words high Vulnerabil-

ity Ratio. Fig. 6.14 shows this quantity for the proposed algorithms. Here we see that

medium and small p-Cycles have lower vulnerability ratio than the Hamiltonian. In

this network, small p-Cycles have slightly higher vulnerability than the medium ones.

This is due to the fact that in small p-Cycle configuration in this network topology,

most of the resources are reserved for protection, and this results in longer established

connections in the network. Long connections are exposed to more noise and crosstalk

in the network and a slight increase in the noise can make their Q factor fall below the
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Figure 6.12: Wavelength blocking probability vs. traffic load (6-node network).

threshold.

This figure also shows the improvement in vulnerability that the HQ algorithm

produces. This is due to the fact that HQ intelligently spreads the connections (in

space and in wavelength) such that they have the lowest impact on each other. This

gives the Q factor a larger margin above the threshold, hence more tolerance to increased

crosstalk a failure brings about.

Here we also can see that the Vulnerability Ratio is not highly dependent on the

load. This shows that the ISI and ASE noise play more role than crosstalk in signal

degradation after connections switch to the backup paths provisioned for each link at

the time of failure.

We also present simulation results for another mesh network shown in Fig. 6.15. The

Hamiltonian p-Cycle in this graph is 1-2-5-6-10-9-12-11-8-7-3-4-1 which corresponds

to Wb = 1 and Wv = 0 in the objective function. By medium p-Cycles we mean
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Figure 6.13: Total blocking probability vs. traffic load (6-node network).

the three set of cycles as follows: 1-4-8-11-7-3-1, 1-2-5-9-12-11-8-4-1, 2-6-10-12-9-5-2

corresponding to Wb = 1 and Wv = 3. And the set of small p-Cycles are: 1-4-8-7-3,

1-2-6-5-9-8-4-1, 5-6-10-12-9-5 and 7-8-9-12-11-7 corresponding to Wb = 1 and Wv = 5.

Fig. 6.16 shows the total blocking for the three sets using FF and HQ algorithms.

Here again we see the lower blocking probability of Hamiltonian p-Cycle and the im-

provement HQ algorithm is bringing about. The vulnerability ratio for these sets of

p-Cycles is shown in Fig. 6.17. In this graph we see the high vulnerability of Hamilto-

nian p-Cycle and the low vulnerability of the small p-Cycle set.

Results presented here show the trade-off between different choices for the weights

in the optimization problem. In a network that is required to accommodate as many

connections as possible and some level of protection, the operator can give more weight

to the blocking term, Wb, in the optimization problem. On the other hand, if the users

require high reliability from the network while they are using it, by setting a high weight
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Figure 6.14: Vulnerability ratio vs. traffic load (6-node network).

value for the second term’s weight, Wv, in the objective function, the network operator

can meet the requirement.



CHAPTER 6. CROSS-LAYER LINK PROTECTION RWA ALGORITHMS 60

1


6


7


3


9
8


5
4


2


10


11
 12


3
 3
 3


3
 3
 3


3

3
 3


2


2
 2
 2


2
 2
 2


2


2
 2


2
 2
2
 2


2
 2


Figure 6.15: 12-node network.
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Figure 6.16: Total blocking probability vs. traffic load (12-node network).
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Chapter 7

Implementing Protection Classes

through p-Cycles

In a network where different classes of traffic interact, it is highly probable that they

would have different availability requirements. Interactive multimedia connections re-

quire fast recovery from a failure, but file transfer connections are more tolerable to

recovery time from a failure. In this chapter we propose the idea of allocating two lev-

els of failure recovery times to the network connections and show the improvement this

can bring about on the overall network resiliency. We approach this idea by extend-

ing p-Cycle design algorithm proposed in Chapter 6. This is achieved by relaxing the

preconfiguration requirement of cross-connects for some of the provisioned protection

routes. This can slightly increase the time to recover from a failure for a small portion

of traffic, but as shown in this work the overall network can have much greater ability

to recover from a failure – or lower Vulnerability Ratio.

The idea of service differentiation in survivable WDM networks has also been con-

sidered in [44], where by relaxing QoT requirement for some of the users, the authors

try to lower the overall network blocking probability. But the mentioned work does not

provide resiliency analysis and differentiation in the network.

Parts of the results presented here were published in [45].

62
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7.1 Multiple Protection Classes Design Approach

In Section 6.1 we discussed a p-Cycle approach to link protection that considered all the

connections to have the same recovery speed requirement. In that approach, not only

all the links have precomputed paths, they are selected in such a way that there is no

switching ambiguity on the protection path of each link. In other words the incoming

traffic on any protection link has only one corresponding outgoing link to be switched

to, regardless of which link in the network is failed. This allows the network manager to

preconfigure all the crossconnects for the protection purpose and the only action needed

to be taken are by the two end crossconnects of the failed link.

In contrast to this approach, we can relax the preconfigurability requirement of

crossconnects in the protection path of some links, which implies that the selected links

will be protected with a lower recovery speed. To illustrate our approach to provide

two classes of protection, we use the network shown in Fig. 7.1. Suppose link (1,3) is

selected as a link protected with lower recovery speed. This allows the network manager

to assign two p-Cycles 1-2-5-4-1 and 3-6-5-3 for protecting all the links in the network.

In this scenario, if link (1,3) fails, it has already been assigned a recovery path but

one that traverses node 5 and node 5’s crossconnect is preconfigured for this purpose.

This is an example of a node that joins two p-Cycles together and there is one link

that has its ends on these two p-Cycles. In our algorithm such cross-connect must be

preconfigured to protect links on p-Cycles. We use this requirement to ensure that

for every source destination pair, there exist a path on which all links are protected

with high speed. This means that connections that are using link (1,3) will face more

recovery delay. Using this concept we define two types of links, namely, fast-recovery

and slow-recovery links. Fast-recovery links are those that have all the crossconnects

in their protection path preconfigured and slow-recovery links are those that have their

protection path precomputed but the crossconnects are not preconfigured.

This categorization of links enables us to define multiple classes of protection for

network connections. A connection can be a fast-recovery connection when all the links

in its path are fast-recovery links. In this case all the traffic using this connection

are protected with high speed. In this work we refer to any connection that passes at
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Figure 7.2: Bluesetup graph for call set up on wavelength set Λ1.

least one slow-recovery link as a slow-recovery connection. Further levels of connection

classification are possible based on the number of slow-recovery links the connection

has, but they are not considered in this paper. The advantage of partitioning the set of

links into slow-recovery and fast-recovery links will become clear when we analyze the

resiliency of the network in Section 7.3.

The main difference in these two approach is on the straddling links. In the first

case (one level of protection), any straddling link can belong to one p-Cycle only, while

in the multi-class protection these links can straddle on two p-Cycles as well. Beside

this fact, a similar approach as before is used to route the incoming connections; wave-

length set Λ is equally divided to sets Λ1 and Λ2 and they are assigned for connection

set up on Bluesetup and Redsetup digraphs respectively (Figs. 7.2 and 7.3). Digraphs

Blueprotection and Redprotection (Figs. 7.4 and 7.5) are used for protecting connections

using wavelengths in sets Λ1 or Λ2, respectively.

Since the problem presented here is an extension of the single class problem pre-

sented in Section 6.1, it is also an NP-hard problem. In the Section 7.2 we provide an

ILP formulation to preconfigure the network for such purpose.
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7.2 ILP Formulation for Multiple Protection Classes

The ILP formulation provided in this section is an extension to the formulation proposed

in Section 6.4 to accommodate multiple classes of protection.

7.2.1 Formulation Variables

Here we use the same system inputs and notation as before. The following two variables

are needed for the extension.

Φl An indicator of the speed of protection for link l. Φl = 1 if link l is a fast-recovery

link, and is 0 otherwise.

W k
pq The fast-recovery connectivity indicator. For each pair of nodes p and q, W k

pq is

equal to 1 if node p can reach node q by k or fewer hops on fast-recovery links.

This indicator is used to ensure the availability of a fast-recovery protection path

for any source-destination pair.
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7.2.2 Objective Function

The objective function is as before.

7.2.3 ILP Constraints

This subsection presents the optimization constraints.

∑

l∈L(p)

Xc
l × (

∑

l∈L(p)

Xc
l − 2) × (

∑

l∈L(p)

Xc
l − 4) = 0, ∀p ∈ N. (7.1)

Equation (7.1) ensures cycle closure, and at the same time allows a node to be

traversed multiple times in a cycle. This is achieved by ensuring that the number of

times a cycle passes a node is an even number. Here we assume that a cycle will traverse

a node at most two times (the sum will be at most ‘4’). This can be easily extended to

higher even numbers if needed for a particular topology.

In order to maintain fast-recovery option for every source-destination pair in the

network, all the links on the protection cycles should be of fast-recovery type (pre-

configured crossconnects). To ensure this, each link is allowed to be on two or fewer

p-Cycles.1 This can be achieved similar to the single class case, as specified by (6.4).

To construct the cycle connectivity variables, the first step is to ensure that for

every pair of nodes p and q, Zc,1
pq can be 1, if and only if they are adjacent (lpq ∈ L) and

on the same cycle. This step is also similar to the previous case and is achieved by (6.7)

followed by the iterations in (6.8) to construct variable Z for non-adjacent nodes.

1When a link is shared between two p-Cycles, they will be traversing that link in different directions.

This prevents switching ambiguity.
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A straddling fast-recovery link should be straddling on one p-Cycle only. Equa-

tions (7.2) and (7.3) impose this criterion.

C
∑

c=1

Y c
l ≤ 1, ∀l ∈ L (7.2)

Y c
l × (1 − Zc,N−1

plql
) = 0,∀l ∈ L, c ∈ C. (7.3)

Moreover, no link can be both on-cycle and straddling. This can be achieved by:

(Xc
l + Y c

l ) ≤ 1, ∀c ∈ C, l ∈ L. (7.4)

A fast-recovery link (Φl=1) should be either on a p-Cycle (
∑C

c=1 Xc
l ≥ 1 ) or

straddling on one p-Cycle (
∑C

c=1 Y c
l ≥ 1 ). Equation (7.5) constructs variable Φ, using

auxiliary variables Θ and Ω defined as follows:

Θ =



















0, if
∑C

c=1 Xc
l = 0

1, if
∑C

c=1 Xc
l ≥ 1

Ω =



















0, if
∑C

c=1 Y c
l = 0

1, if
∑C

c=1 Y c
l ≥ 1

(1 − (Θ + Ω)) × Φl = 0 (7.5)

(Θ + Ω) × (1 − Φl) = 0,

∀l ∈ L.
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Equations (7.6) and (7.7) construct the fast-recovery connectivity indicator W , using

fast-recovery link indicator Φl. Equation (7.6) ensures that for every pair of adjacent

nodes p and q, W 1
pq is 1 if and only if the link connecting these two nodes is a fast-

recovery one. Using W 1
pq, iterations of (7.7) construct variables W k

pq by ensuring that

W k
pq = 1 if and only if there is at least a neighboring node t of q where Φltq = 1 and

W k−1
pt = 1.

Φlpq
× (1 − W 1

pq) + (1 − Φlpq
) × W 1

pq = 0

∀p, q ∈ N, lpq ∈ L (7.6)

Ψ =



















0, if
∑

t∈N(p) W k−1
pt × W 1

tq = 0

1, if
∑

t∈N(p) W k−1
pt × W 1

tq ≥ 1

W k
pq × (1 − Ψ) + Ψ × (1 − W k

pq) = 0, (7.7)

∀p, q ∈ N, k = 2, . . . , N − 1.

Using W , (7.8) ensures that for each source-destination pair, there exists a path on

which all the links are fast-recovery links:

WN−1
pq = 1, ∀p, q ∈ N. (7.8)

The formulation can assign a maximum bound for the number of slow-recovery links

as follows:

∑

l∈L

(1 − Φl) ≤ K, (7.9)

where K is set by the network manager.
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Table 7.1: Percentage of network traffic with high recovery speed.

Load (Erlang) 2 4 6 8 10 12 14 16 18 20

6-node network (Fig. 6.1) 78% 79% 80% 81% 81% 82% 82% 83% 83% 84%

Mesh network (Fig. 7.8) 67% 67% 68% 69% 70% 71% 71% 72% 72% 73%

7.3 Performance Evaluation of the Algorithm Out-

puts for Two Classes of Protection

Here we present the results for the multi-class protection algorithm. First we look at the

network in Fig. 7.1. Let us first consider the case where the network operator assigns

the same protection class for all the links in the network. In other words, parameter K

in Equation (7.9) is set to 0. The result of solving the ILP in this case is the complete

p-Cycle 1-2-5-3-6-5-4-1 (regardless of the values for Wb and Wv). On the other hand,

if the operator allows at most one slow-recovery link (K = 1), with the coefficients

Wb = 1 and Wv = 1, the result is two p-Cycles: 1-2-5-4-1 and 3-6-5-3. Note that the

wavelengths reserved for protection are the same for both these cases, and therefore the

blocking probabilities are identical, as shown in Fig. 7.6.

The advantage of allowing two classes of protection is the significant improvement

in vulnerability ratio as can be seen in Fig. 7.7. It should be noted that there is a

portion of connections that are using slow-recovery links and will be protected more

slowly than the rest. Table 7.1 shows the percentage of fast-recovery connections; on

average more than 80% of the network traffic is still protected with high speed with a

significant lower vulnerability than the case where all the connections are treated the

same. Since the network operator determines fast-recovery links off-line, he can route

connections that are highly sensitive to service interruption using the fast-recovery links

only, while the rest of the connections with higher tolerance can be routed over any set

of links.

These figures also show the improvement that the cross-layer HQ algorithm provides

in terms of both blocking and vulnerability ratio.

Next we present the simulation results for the mesh network shown in Fig. 7.8.
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Figure 7.6: Blocking probability vs. traffic load (6-node network of Fig. 7.1).

When K = 0 (one class of service) the ILP formulation selects the Hamiltonian cycle

1-2-3-4-5-6-7-8-9-10-11-12-13-14-1 (regardless of the values for Wb and Wv). For K = 5,

Wb = 1, and Wv = 1, the ILP result is three p-Cycles: 1-2-3-13-14-1, 3-4-5-11-12-3 and

7-8-9-10-11-6-7. Fig. 7.9 and Fig. 7.10 show the blocking and vulnerability ratio for these

scenarios. We see that there is a slight increase in blocking probability in the second

scenario, which is due to more reserved bandwidth for protection, but the vulnerability

ratio is significantly lower. Table 7.1 shows the percentage of connections protected

with high speed. We see again that on average more than 70% of the connections enjoy

high-speed protection but with much lower vulnerability ratio than the case where all

the connections are fast-recovery connections.

As our results show, this multi-class planning scheme provides service providers with

more flexibility to provide more reliable service just by allowing delay-tolerant traffic

to have more recovery time.
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Figure 7.7: Vulnerability ratio vs. traffic load (6-node network of Fig. 7.1).

� �

�

��

��

�

�

��

� �

��

�

�

�

	

�


����

����

����

���

���������������

�����

�

������

�����������

���
����

�����
�

�����

���������������������

����

�

����

�������
�

��������

�������������

�

���
� �

�

���

�

�

��

�����
���

Figure 7.8: Mesh network.
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Figure 7.9: Blocking probability vs. traffic load (mesh network).



CHAPTER 7. IMPLEMENTING PROTECTION CLASSES THROUGH P-CYCLES73

2 4 6 8 10 12 14 16 18 20
0

0.01

0.02

0.03

0.04

0.05

0.06

0.07

Offered Load (Erlang)

V
ul

ne
ra

bi
lit

y

 

 

One Traffic Class, FF
One Traffic Class, HQ
Two Traffic Classes, FF
Two Traffic Classes, HQ

Figure 7.10: Vulnerability ratio vs. traffic load (mesh network).



Chapter 8

Conclusions and Future Work

In this work, we addressed the problem of resilience design in all-optical networks with

physical layer impairments. To the best of our knowledge, this work is the first to

address this important problem. To make this evaluation possible, we used an accurate

physical layer model that represents the impairments of next generation all-optical

networks. We used blocking probability as an important metric for measuring the

performance of the algorithms. We also proposed a new performance metric called

vulnerability ratio that is able to quantitatively measure the resilience of the network

to a single link failure.

In Chapter 3 we looked at path protection approaches in the context of all-optical

networks and evaluated their performance. Important observations on the validity of

common assumptions in the performance of such algorithms were made. For instance

it was shown that keeping the backup path dark versus making it lit can have signif-

icant difference in the network performance – something that has been ignored in the

past. We showed the advantages cross-layer RWA algorithms can bring about in such

environments. Moreover, two new cross-layer RWA algorithms that work based on QoT

prediction were proposed, and we saw that they outperform existing cross-layer RWAs.

The topic of path and link restoration algorithms was discussed in Chapter 4. Here

we saw the unexpected results that showed that in an all-optical network with PLIs,

without reserving any resources for protection, we can get to the same vulnerability

level as in path protection algorithms. Even more, we saw that the proposed HQ-HQ

74
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algorithm can outperform even cross-layer path protection algorithms in terms of both

blocking probability and vulnerability ratio.

The only drawback of the proposed cross-layer path restoration algorithm HQ-HQ

is its time complexity. In Chapter 5 we addressed this issue by presenting compound

restoration algorithms that enjoy the same low blocking probability as HQ-HQ, but

has much lower computation complexity. The only compromise in these compound

algorithms was the vulnerability ratio, but it was shown that it is still comparable to

that of path protection schemes. We also presented two simpler yet powerful QoT-aware

path protection algorithms that have acceptable performance in all-optical networks

without incurring high time complexity.

Link protection approach was revisited in this dissertation in Chapter 6. In particu-

lar, we proposed a new algorithm to preconfigure p-Cycles in all-optical WDM networks

with wavelength continuity constraint. This approach enables us to directly calculate

the blocking probability of the network and for the first time we showed the trade-

off that exits between blocking and vulnerability of the network when using p-Cycles.

Since the problem of computing p-Cycles is NP-hard, we presented a novel ILP for-

mulation that constructs such p-Cycles and presented the performance evaluation of

the outcomes. This illustration is in particular useful for service providers to select a

suitable set of p-Cycles depending on the application and requirements of the network.

Differentiated resiliency is a new topic that we introduced in this work. Chapter 7

presented our algorithms to provide multiple classes of protection through p-Cycles.

The main objective here is to make the network more reliable and our results confirmed

the achievement of this objective. This problem was shown to be NP-hard, and an ILP

formulation was presented to implement this algorithm in the network. Our results

show the flexibility this approach provides for network operators in resilient network

design. In particular, we saw that allowing a second class of traffic with lower recovery

speed can increase the resilience of all the traffic in the network to a single link failure.

This work can be continued to incorporate connection availability analysis that is

an important factor in guaranteeing Service Level Agreement (SLA) to users by ser-

vice providers. SLA is seen as another performance metric for telecommunication net-
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works [46]. From this point of view, the interaction between user and service provider

is seen as a contract specified in SLA. One important item here is the availability of the

connections, which shows the ratio of the time the connections will be on and working

in the network to the total required time. In other words:

Ac =
Aco

Act

where, Ac is the availability of connection c, Aco shows the amount of time this con-

nection is operational, and Act shows the holding time of this connection. To find the

total network availability, we first need to find the availability of the network at state

s (network state is defined similar to Section 2.3) as follows:

As =
Ns
∑

c=1

Ac

Ns

where Ns is the total ongoing connections at state s. Averaging over entire network

operation time, network availability is calculated as:

A =
1

∑S
s=1 τs

S
∑

s=1

Asτs

One event that can impact connections’ availability is component failures such as

link failures. According to the contract between user and service provider, this time

should be limited. This issue has been studied in the literature, but not in the context

of all-optical networks. For example, in path restoration algorithms Ac can be less than

1 due to wavelength unavailability as well as QoT. In lit backup path protection scheme,

where all the primary and backup paths are ensured to be above the QoT threshold,

network availability A is equal to 1.1 In other path protection schemes, if the quality

1ITU-T G.821 and other ITU-T G series recommendations define unavailability as periods of outages

exceeding 10 seconds [47]. With such a definition that exclude short outages such as those associated

with switching from the primary to the protection lightpath, availability can be equal to one.
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of the backup path after a failure occurs is above threshold and it does not adversely

impact others, As = 1 but otherwise As will be less than 1. The exact evaluation of

availability and how it can be improved in all-optical networks is a topic for future

research.
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