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Abstract of Praxis 
 
 

Risk Precursor Analysis of Commercial Aviation Safety Variables in the Post- 
COVID-19 Era 

 
 

 The COVID-19 pandemic forced a multi-year cessation of U.S. commercial air 

operations. Both pilots and maintenance staff were furloughed as travel demand 

effectively halted. Although the industry successfully transitioned back to meet the post-

pandemic spike in passenger volume, it met this volume under immense operational 

strain. This transition revealed a significant gap in pilot experience; it also revealed the 

degradation of maintenance cycles during the pandemic resulting in multiple adverse 

safety events with passenger injuries at varying levels. This praxis reviews this 

breakdown in safe operations in the post-pandemic era based on structural changes within 

the commercial airline industry that happened during the pandemic. By applying multiple 

analytical tools consisting of canonical correlation analysis, Wilks’ lambda significance 

testing, sensitivity analysis and Monte Carlo simulation, this study identifies which 

variables obtained from NTSB accident and incident reports were the primary drivers of 

increased risk to safe aviation operations. A novel framework for better analyzing 

aviation accident and incident risk precursors using a combination of these analytical 

methods is provided, allowing for actionable insights and recommendations to strengthen 

aviation safety. 
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1. S   Denotes joint sample set of paired observations drawn from the random 
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4. 𝑥𝑥1   First observed sample from 𝑆𝑆𝑥𝑥 representing the initial realization of 
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 random variable 𝑦𝑦 

6. 𝑥𝑥𝑖𝑖  𝑖𝑖𝑡𝑡ℎ observation vector from 𝑆𝑆𝑥𝑥𝑦𝑦𝑖𝑖 = 𝑖𝑖𝑡𝑡ℎ observation vector from 𝑆𝑆𝑦𝑦 

7. 𝑥𝑥𝑛𝑛  final sample from 𝑆𝑆𝑥𝑥 representing the last realization of 𝑥𝑥 
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𝑥𝑥  Transpose of the canonical weight vector 𝑤𝑤𝑥𝑥 
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𝑦𝑦  Transpose of the canonical weight vector 𝑤𝑤𝑦𝑦 

11. 𝐶𝐶  Covariance operator between random variables 
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15. 𝜌𝜌  Canonical correlation coefficient representing the strength of association 

 between canonical variates, 0 ≤ ρ ≤ 1 
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16. 𝑆𝑆𝑖𝑖𝑂𝑂𝑂𝑂𝑂𝑂𝑂𝑂 OFAT sensitivity index measures the rate of change in the model output 

 with respect to a single input while holding all other inputs constant, 

 representing the local OAT sensitivity. 

17. 𝑓𝑓(𝑥𝑥) Model function that maps a vector of input parameters 
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20. 𝑓𝑓(𝑥𝑥; 𝜇𝜇,𝜎𝜎) represents the probability density function of the variable x in the 
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Chapter 1 – Introduction 
 

1.1 Background 

The COVID-19 pandemic had a significant impact on commercial air travel, 

disrupting operations, supply chains, and financial stability on an unprecedented scale. In 

early 2020, governments worldwide implemented strict travel restrictions and lockdowns, 

causing a sharp drop in passenger demand. Airlines grounded fleets and canceled 

thousands of flights. Travel demand plummeted by nearly 60% in 2020 compared to 

2019, and the industry suffered billions of dollars in losses that forced several airlines to 

ground aircraft for extended periods of time and halt normal maintenance activities. U.S. 

aviation witnessed staggering financial losses in 2020 with U.S. airlines reporting a 

combined revenue loss of over $370 billion (Sun et al., 2023). As global vaccination 

efforts took off and travel restrictions eased, the commercial aviation industry 

experienced a rapid recovery (GAO, 2023). By 2022, air travel demand had surged, 

fueled by strong demand for both business and leisure travel. Airlines which had 

previously cut capacity of both experienced pilots and maintenance staff during the 

pandemic were now scrambled to rehire these critical roles to reactivate aircraft for 

revenue service. The post-COVID travel boom raised concerns regarding commercial 

aviation safety. Aircraft that had been parked for extended periods with deferred 

maintenance between 2019–2022, largely due to travel bans aiming to curtail the spread 

of the virus, were suddenly in high demand. This new high demand intensified the need 

for both experienced pilots and critical engine maintenance, both of which were already 

pushed to the breaking point (Adrienne et al., 2020). 
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Using publicly accessible accident and incident reports obtained from the 

National Transportation Safety Board (NTSB), variables directly relating to aviation 

safety were extracted and reviewed for insights into the potential causes of adverse 

aviation safety incidents. The range of NTSB report data used in this praxis is from 2010-

2024 for Part 121 Regularly Scheduled Air Carriers, which provides a time-based 

comparison of aviation accidents pre- and post-COVID pandemic. Comprehensive 

analysis is conducted on these variables of interest to understand which act as risk 

precursors that may cause potential future adverse safety events (Oh et al., 2020).  

The focus variables of the study are pulled from Form 6120.1 Pilot/Operator 

Aircraft Accident/Incident Reports obtained from the NTSB Aviation Investigation 

Search (AIS) database. The study uses two groups of independent variables based on 

engine maintenance history variables and pilot experience variables contained within 

these reports. The engine maintenance variable group consists of engine age (EA), thrust 

rating (TR), time since new (TSN), time since inspection (TSI) and time since overhaul 

(TSO). The pilot experience variables group includes pilot age (PA), pilot instructor (PI) 

time, pilot-in-command (PIC) time, and pilot total flight (PTF) time. The dependent 

variable group focuses on aviation safety outcomes, including the total injuries from the 

safety events, and the severity of each injury on an ordinal level of increasing intensity of 

minor, serious and fatal. This collected data is further broken into two timeframes for a 

comparative analysis to identify the repercussions of the pandemic. The time period of 

2010-2019 represents the pre-COVID timeframe, while the time period 2020-2024 

represents the post-COVID timeframe. 
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Comparative insights are highlighted using multiple analytical methods to home 

in on the variables of interest with the highest propensity to detrimentally affect safety 

outcomes. Canonical correlation analysis is used initially to derive an appreciation for the 

associations between the independent groups and the dependent group. Wilks’ lambda 

significance testing is then utilized to understand if there is a significant shift in the injury 

rates between pre- and post-COVID timeframes. Sensitivity analysis is performed using a 

one-factor-at-a-time (OFAT) perturbation method to analyze which of the independent 

variables from each group most impacts the safety outcomes. Finally, Monte Carlo 

simulation is employed to investigate forward looking scenarios based on variables that 

showed to offer the highest influence on aviation safety to analyze how changes in these 

focus variables impact future injuries. The results of each of the four investigation 

methods are discussed and recommendations are provided aimed at enhancing aviation 

safety in the post-COVID-19 era. 

1.2 Problem Statement 

The COVID-19 pandemic significantly disrupted commercial aviation 

maintenance practices and pilot experience opportunities, causing an inability to meet the 

strong travel demand resurgence of 55% above 2019 levels when pandemic restrictions 

were lifted, leading to elevated safety risks which undermine the aviation industry’s 

sustainment of reliable operations by threatening up to $30 billion in projected economic 

output over the next decade (Elakramine et al., 2022). 

1.3 Thesis Statement 

A novel framework consisting of CCA, Wilks’ lambda significance testing, 

sensitivity analysis, and Monte Carlo simulation based on NTSB safety data across pre- 
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and post-COVID timeframes is necessary to identify which engine maintenance and pilot 

experience variables most significantly influence flight safety to help inform novel 

maintenance and pilot strategies aimed at reducing risk and helping to prevent future 

safety incidents. 

1.4 Research Questions and Hypotheses 

This praxis considers five questions to guide the research and analysis: 

• Research Question 1: Is there a correlation between engine maintenance 

variables (TSO, TSN, TSI, EA, and TR) and the safety variables total injury count 

and level of severity of injuries when comparing pre- and post-COVID-19 

intervals? 

• Research Question 2: Is there a correlation between pilot experience variables 

(PA, PTF, PIC, and PI) and the safety variables total injury count and level of 

severity of injuries when comparing pre- and post-COVID-19 intervals? 

• Research Question 3: Is there a statistically significant difference in safety 

outcomes, specifically, the total injury count and injury severity levels, between 

pre-pandemic and post-pandemic aviation accidents/incidents? 

• Research Question 4: Which variables within the engine maintenance and pilot 

experience groups exhibit the greatest influence on the relationship with safety 

outcomes, as determined through sensitivity analysis? 

• Research Question 5: Using Monte Carlo simulation, does a post-COVID-19  

increase in EA or PTF lead to an increase in accidents? 

The hypotheses for this praxis are as follows: 
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• Hypothesis 1: CCA will identify significant correlations between engine 

maintenance parameters TSO, TSN, TSI, EA, and TR, and the safety variables 

total injury count and level of severity of injuries when comparing pre- and post-

COVID NTSB data. 

• Hypothesis 2:  CCA will identify significant correlations between pilot 

experience variables, including PA, PTF, PIC, and PI, and the safety variables 

total injury count and level of severity of injuries when comparing pre- and post-

COVID NTSB data. 

• Hypothesis 3:  

o Null Hypothesis (H0): There is no statistically significant difference in the 

multivariate combination of injury outcomes (fatal, serious, and minor 

injuries) between the pre-COVID and post-COVID periods, with α = 0.05. 

o Alternative Hypothesis (H1): There is a statistically significant difference 

in the multivariate combination of injury outcomes (fatal, serious, and 

minor injuries) between the pre-COVID and post-COVID periods, with α 

= 0.05. 

• Hypothesis 4: Sensitivity analysis can be used to identify which independent 

variables from the engine maintenance and pilot experience groups exhibit the 

greatest influence on the relationship with safety outcomes. 

• Hypothesis 5: 

o Null Hypothesis (H0): Increases in EA and PTF of simulated data 

following the COVID-19 pandemic will not result in a higher accident 

rate. 
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o Alternative Hypothesis (H1): Increases in EA and PTF of simulated data 

following the COVID-19 pandemic will result in a higher accident rate. 

1.5 Limitations 

 The scope of this praxis is strictly limited to FAR Part 121 operations within the 

United States and excludes general aviation flights under FAR part 91 operations. This 

line of demarcation is critical because it limits the classifications of engine variables 

reviewed. For example, general aviation aircraft are typically small, single pilot aircraft 

with low thrust rating engines. The engines used on smaller general aviation aircraft 

typically fall into one of two categories: light pistons engines and small turboprop 

engines, which generate significantly less thrust and are well below the thrust ratings of 

aircraft engines operating within Part 121 operations. Additionally, this study does not 

extend into military operations. Another noteworthy limitation lies with the use of the 

OFAT perturbation method. Although it provides for a clean interpretation of the 

observed influences one single factor has on another, it does not inherently review 

synergistic effects. For example, it omits the interaction product multiple variables may 

have when combining the effects of multiple risk precursors. Significant compounding 

risk factors may not be identified using this methodology alone. 

1.6 Organization of Praxis 

 The praxis is organized into five chapters that examine COVID’s impact on 

commercial flight safety. Chapter 1 contains an introduction to the research and details 

the problem statement, thesis statement, research questions and hypothesis statements 

analyzed within the praxis. A comprehensive literature review is conducted in chapter 

two outlining the pandemic timeline and pandemic impacts on maintenance and pilot 
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operations. It also provides a review of the applicable Federal Aviation Regulations 

within 14 CFR Part 121, as well as the requirements necessary to collect information 

relating maintenance history, pilot experience and injury criteria for any aviation accident 

or incident. Chapter 3 dives into the methodology used in the study. A walkthrough of the 

data retrieval and analysis from NTSB accident and incident reports is detailed, along 

with an overview of each of the four main analytical methodologies used in the study. 

Additionally, it provides a robust view of the Python model used to simulate future 

aviation accidents and incidents using post-COVID NTSB data as the model baseline. 

The research results are highlighted in chapter four, which systemically compare pre- and 

post-COVID NTSB data to answer each of the five main research questions. Chapter 5 

concludes the study with key takeaways and recommendations to enhance future 

commercial aviation safety.    
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Chapter 2 – Literature Review 
 

2.1 Introduction 

 This chapter provides an overview of the findings from a review of academic 

literature on the topics introduced in Chapter 1 which includes aircraft accidents and 

incidents, pandemic-induced disruptions and aviation safety. The review covers over 

sixty peer-reviewed sources across various scholarly domains. The studies reviewed 

cover a wide cross-section of applicable topics including commercial air carrier 

operations, pandemic influences on the aviation workforce, pilot experiences as they 

relate to past pandemics, maintenance operations and disruptions due to pandemic events, 

regulatory compliance, aviation accident reporting, and investigations into the causes of 

commercial aviation accidents. It combines a wide body of empirical research and 

regulatory analyses to help contextualize the multifaceted risks associated with 

commercial aviation in the pre-, during-, and post-COVID pandemic periods. The review 

begins by introducing and exploring the regulatory background of 14 CFR Part 121, 

which provides a body of regulatory guidance used to keep U.S. commercial aviation 

sector safe, and then transitions into a detailed examination of how the COVID-19 

pandemic disrupted aviation supply chains, aircraft maintenance cycles, and personnel 

readiness. The sections to follow evaluate accident reporting requirements from the 

NTSB, the structure and utility of the NTSB safety databases, and emerging industry 

approaches for leveraging pilot and engine maintenance data to analyze and mitigate 

aircraft accidents and incidents. This literature review establishes a robust academic 

foundation conducive for a thorough analysis of commercial aviation risk precursors 

through its syntheses of major insights from both qualitative and quantitative studies. Its 
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inclusion of peer-reviewed findings ensures both the credibility and relevancy of the 

reviewed content in addressing the dynamic challenges influencing the safety of U.S. 

commercial air carriers following the COVID-19 pandemic. Figure 2.1 provides an 

overview of the reviewed sources. 

 

 

Figure 2.1 Overview of Sources Reviewed for Praxis Literature Review 

 

2.2 Title 14 CFR Part 121 and the History of Commercial Air Carriers 

The origin of aviation regulations in the U.S. dates to the early 20th century, a 

period known for rapid advancements in aviation technologies and a sharp increase in air 

traffic. Modern aviation history starts in 1903, when Orville Wright stunned the world 

with the first known instance of sustained flight. The wonder of this new technology 

quickly spread around the globe and soon became the inspiration for a multitude of new 

inventions to sustain flight at higher altitudes and for longer durations. With a plethora of 

new flying machines springing up around the world, the skies were soon littered with 

novel aircraft. Although these were initially not intended for use in war, they became 
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widely valued technology that many European nations relied upon in World War 1, as 

this technology fundamentally changed the nature of human warfare. The post-World 

War 1 era brought with it a period of peace, and the new aircraft technologies found a 

promising destiny in their use for delivering air mail, and soon after, in commercial use 

ferrying passengers (FAA, 2021).  

The lack of a standard set of regulations in the 1920s led to a hazardous aviation 

environment. Quickly recognizing the need for centralized oversight, aviation industry 

leaders increasingly looked to the government to take federal action to maintain air traffic 

and more rigorous safety standards. Consequently, the Air Commerce Act of 1926 was 

enacted, laying the foundational framework for the federal regulation of civil and 

commercial aviation. This act empowered the government to establish air traffic rules, 

certify pilots and aircraft, and even promote the development of air navigation facilities. 

It then became the Secretary of Commerce’s responsibility to establish and enforce these 

rules. Ultimately, this resulted in a specific branch of the Department of Commerce 

dubbed the Aeronautics Branch, which was to provide the much-needed federal aviation 

industry oversight. Throughout the 1930s, the Department of Commerce was able to 

convince early air carriers, which would come to be known as airlines, to set up novel 

ground-navigation equipment to assist pilots with navigation while traveling increasingly 

further distances. Due to public demand for safe and secure flights, government 

ultimately took over these travel control nodes, and they became the basis of air traffic 

control (ATC) centers (FAA, 2021). 

The late 1930s saw a series of aviation accidents that resulted in public outcry for 

additional air traffic safety oversight. What followed was a multitude of aviation 
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overhauls resulting from President Franklin Roosevelt’s high-profile push to ensure 

safety in the sky, including the creation of the Civil Aeronautics Authority (CAA), which 

ultimately came to oversee the full ATC system. However, as technology progressed 

from the piston engine age to the jet engine age, air travel accidents became more 

frequent and much more severe. For example, a United Air Lines DC-7 aircraft collided 

with a Trans World Airlines Lockheed Super Constellation aircraft over the Grand 

Canyon in June 1956, killing 128 individuals and fueling intense calls for greater 

regulation of U.S. air safety (FAA, 2021). 

Birth of the Federal Aviation Administration 

President Eisenhower passed the Federal Aviation Act in 1958, handing CAA 

jurisdiction over to the newly created independent agency called the Federal Aviation 

Agency. The next major federal milestone was achieved in 1967, when President Lyndon 

B. Johnson centralized the oversight of all U.S. transportation industries to create a 

consolidated national policy for transportation. President Johnson urged Congress to 

create a consolidated cabinet department responsible for all transportation oversight that 

came to be known as the Department of Transportation (DOT). The DOT created two 

lasting entities: the NTSB and the FAA (FAA, 2021). The FAA held extensive authority 

to regulate all aspects of commercial aviation. 

FAR Part 121 was introduced in early 1965 which targeted the operational 

requirements for scheduled air carriers. Part 121 created baseline standards for aircraft 

operations, maintenance, and pilot qualifications for airlines conducting scheduled 

services. As new and disruptive technologies were introduced within the industry, 

amendments were created to address these challenges and incorporate these 
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advancements. For example, following a series of deadly crashes, the FAA, on the 

recommendation of the NTSB, mandated the installation of ground proximity warning 

systems in all turbine-powered airplanes under Part 121. In this way, and through a 

multitude of additional regulations, the FAA played a fundamental role in enabling the 

safety of jet-powered aircraft well into the 21st century (DOT, 2000). 

2.3 COVID-19 Pandemic Timeline 

 The pandemic ushered in historic challenges to global air travel that made it a 

very disruptive period in the history of commercial aviation. Commercial airlines, airport 

authorities, and regulatory bodies were forced to adapt swiftly to evolving public health 

mandates that caused international border closures and rapidly shifting consumer 

behavior. Severe restrictions were enforced with additional travel regulations aimed at 

slowing the spread of COVID-19. The pandemic was severely diminishing airline 

earnings in the U.S. A December 2020 International Air Transportation Association 

(IATA) report noted that North American revenue passenger kilometers were 

approximately 80% lower than in the prior year (IATA, 2020). To make matters worse, 

the pandemic also drove many companies into Chapter 11 bankruptcy (Amankwah-

Amoah & Kahn, 2021). Quarantine protocols also generated confusion among travelers 

and heavily disincentivized spontaneous bookings and travel. These logistical difficulties 

placed significant burdens on airlines, especially with rapidly changing federal guidance 

from the Center for Disease Control (CDC) following increases in data availability 

relating to the spread of the pandemic (Sun et al., 2021). 

In January of 2020, the World Health Organization (WHO) acknowledged that the 

SARS-CoV-2 virus was a global health emergency due to its rapid spread in China. The 
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WHO also announced that COIVD-19 was the official name of the disease resulting from 

the SARS-CoV-2 virus, and this abbreviated name quickly entered the mainstream. In 

mid-January, the U.S. government began health-screening activities at major U.S. 

airports handling international traffic, and, on January 20th, the first lab-confirmed 

COVID-19 case in the US was identified in Washington state. Within days, the states of 

Illinois, Arizona, and California all had confirmed cases, which lead to the Department of 

Health and Human Services (HHS) to formally announce a public health emergency in 

the U.S. (CDC, 2025). 

February 2020 marked a new major milestone as the U.S. economy entered a 

recession that lasted through April 2020. This recession was confirmed by the National 

Bureau of Economic Research in July 2021 who then acknowledged that it was the 

shortest U.S. recession on record (NBER, 2021). The CDC formally submitted an 

emergency use authorization (EUA) on February 3rd to allow for public use of a SARS-

CoV-2 diagnostic test, and this EUA was approved by the FDA the following day. By 

February 10th, the virus officially caused more fatalities than the 2003 SARS-CoV-1 

outbreak. A formal announcement from the CDC was issued that included closure of 

schools and factories, public events cancellation and extended quarantines to mitigate 

risks from exposure to COVID (CDC, 2025). Passengers faced rigorous screening 

procedures at international airports upon returning to the U.S. Customs and Border Patrol 

(CBP) officials working at O’Hare during this heightened screening period reported long 

lines of thousands of people needing to be screened that were met with extensive wait 

times in cramped conditions and forced to go without sufficient access to bathrooms, 

food or water (GAO, 2024). 
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 By March 3rd, twelve American states had confirmed the presence of COVID 

through verifiable lab results, highlighting how quickly the virus had spread over the 

preceding month, even with increased public awareness and sensitivity. In March, there 

was a rapid worldwide rise in COVID-19 cases, with nearly 120,000 individual cases 

announced across nearly 120 countries. On March 11, the WHO officially announced that 

COVID was a full pandemic, which had a dramatic effect on the public stock market. The 

S&P 500 dropped by 34% in March (Shu et al., 2021). As the S&P 500 is a widely 

recognized and tracked market index, this sent ripple effects throughout the global 

economy and caused the stock market to halt trading four times over nine days. Stock 

market trading had not been suspended since 1997 and this caused widespread concern 

among consumers. This led to the public market exhibiting historically high volatility and 

a subsequent massive drop in consumer confidence. The 10 Year Treasury bill, one of the 

safest assets to buy, likewise closed at an all-time low (0.54%) in March (Shu et al., 

2021).In tandem with the market losses, the economy lost nearly 21 million jobs, and the 

U.S. unemployment rate rose to nearly 15% (Atems & Yimga, 2021). 

 Also in March 2020, the Trump Administration issued further travel restrictions 

for twenty-six European countries. Home quarantine orders were issued by many states, 

and, on March 19th, California became the first state to close all businesses except for 

essential ones, such as doctors’ offices and grocery stores. The leading expert on 

infectious diseases at the time, Dr. Anthony Fauci, addressed the nation at a White House 

briefing to publicly announced that the anticipated death toll would be upwards of 

240,000. This was a number that shocked many across the nation and encouraged new 

guidelines mandating always wearing masks outside (CDC, 2025). Air passenger 
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volumes collapsed, with the Transportation Security Administration (TSA) reporting that 

less than 100,000 passengers had been screened on a single day in April 2020, 

representing a drop of more than 90% compared to the same day a year prior (Atems & 

Yimga, 2021). Fear continued to spread from April to May 2020 as the number of global 

flights plummeted by 50%, with some countries seeing air traffic diminish by 90% or 

more during this period (Abate et al., 2020). Amidst the chaos, a research facility in 

Seattle made positive headlines by kicking off the first human trials of a novel COVID-

19 vaccine, which would come to be known as the Moderna Vaccine. Following this, the 

Trump administration greenlit a plan to fund up to six potentially effective vaccine 

candidates. Funds were allocated to expedite the Moderna and BioNTech vaccines. In 

early May, the FDA introduced an EUA to allow the use of Remdesivir for individuals at 

high risk, such as those who were already hospitalized due to a medical history of severe 

disease. It also authorized the first at-home COVID-19 test. In the same month, the HHS 

awarded a record $10 billion+ earmarked for COVID-19 testing throughout the U.S., and 

AstraZeneca obtained $1 billion+ in funding from the U.S. government to expedite the 

development of its promising vaccine candidate (CDC, 2025). 

The government purchased 100 million doses of both the Moderna and Pfizer 

BioNTech vaccines over the following months for public vaccination campaigns to help 

control the spread of the virus (CDC, 2025). Rapid progress was made in testing, with 

Abbot’s BinaxNOW COVID-19 antigen test kit receiving FDA EUA after showcasing 

that it only took 15 minutes to detect a positive case. In late September, Johnson & 

Johnson (J&J) started phase three of its clinical trials, as its vaccine showed potential in 

providing protection with only one shot, as opposed to its competitors’ two-shot regimen. 
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Further positive news came in November, when the Moderna vaccine was shown to be 

95.4% effective and the Pfizer-BioNTech vaccine 95% effective (CDC, 2025). Hundreds 

of millions of doses were rolled out and in single ten-day period, over 1 million 

Americans were vaccinated with healthcare workers and elderly patients receiving 

priority (CDC, 2025). 

 January 2021 brought new policies: anyone entering the U.S. was obliged to show 

proof of a negative COVID test, and the use of face masks on public transportation, on 

aircrafts, and in airports, was made mandatory. By late March, the FDA had provided 

EUA vaccine approval to all major vaccine makers, including Pfizer-BioNTech, 

Moderna, and J&J, and a record 100 million+ US citizens were vaccinated. The recently 

elected Biden administration approved a nearly $2 trillion stimulus bill, providing much-

needed funds for additional COVID-19 vaccinations. Additional travel guidance was 

issued by the CDC in late April which acknowledged that fully vaccinated individuals 

could travel safely, which brought about a sense of optimism for U.S. citizens looking to 

travel again now that over 200 million vaccines had been administered (CDC, 2025). The 

next major travel guideline came in November 2021, when the U.S. required all non-

citizens to be fully vaccinated and show proof of vaccine status before being allowed to 

enter the country (CDC, 2025). 

 2022 initially had grim prospects for a return to normalcy with the new Omicron 

variant of COVID-19 accounting for 99% of all new infections. However, the COVID 

vaccine rollout was in full effect. The FDA reported that the vaccines had prevented over 

1 million hospitalizations and were credited with saving over 250,000 lives (CDC, 2025). 

The CDC soon provided updated guidance that showed transmission rates of COVID 
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were plummeting, with 98% of the U.S. population in locations considered medium- or 

low-risk. The U.S. donated nearly 500 million vaccines to over 100 countries. Nearly 

60% of the world was reported to have been fully vaccinated, and over 10 billion vaccine 

doses had been administered worldwide. For the first time since the beginning of the 

pandemic, a sense of hope was felt across the world as governments began to open their 

borders and people began to resume travelling (CDC, 2025). 

2.4 Commercial Aviation Supply Chain Disruptions During COVID-19 

Abrupt shifts in demand caused by travel restrictions and lockdowns resulted in 

disruption of the supply chain for both production and maintenance activities. Carriers 

that relied heavily on just-in-time inventory systems were struggling with issues such as 

widespread parts shortages and delivery backlogs (Ivanov, 2024). The available 

workforce to maintain the aircraft was also scarce as furloughs and retirements rose due 

to the sharp drop in demand (Hernandez & Elizondo, 2024). As a result, airlines 

encountered severe delays in returning aircraft to service, which hampered post-pandemic 

recovery efforts and stretched operational resilience thin. 

As the crisis unfolded, firms with digitized and vertically integrated supply chains 

fared far better than those with more rudimentary supply chain systems, which found 

themselves flying blind. The crisis thus accelerated commercial aviation industry 

investment in comprehensive supply chain technology platforms intended to improve 

transparency of part availability that allowed industries to be more responsive to future 

disruptions (Ivanov, 2024). Due to the heavy financial impact that came with aircraft 

parts shortages during the pandemic, new research in aviation supply chain resilience 

began to surface. Elakramine et al. (2022) investigated the supply chain-induced 
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maintenance disruptions and found that outdated maintenance technology was being used 

and needed to be upgraded to keep up with demand, although already struggling 

operations were unable to pay for such upgrades. 

A new major concern that came about was regarding the financial stability of 

smaller tier vendors producing non-standardized and highly specialized components. 

These vendors often lacked necessary financial liquidity to survive extended order 

cancellations. In several documented cases, critical international suppliers also shuttered 

operations entirely without the ability to ship their hardware globally due to the pandemic 

travel restrictions. This resulted in a paradigm shift where decades of offshoring 

strategies were now being reversed, and critical part production returned domestically 

even at a significant cost increase (Craighead et al., 2020). When faced with 

overwhelming pandemic supply chain breakdowns, this international transfer of money, 

goods, and knowledge fundamentally breaks down, allowing for the burden of decreased 

worldwide economic activity (IATA, 2021). 

2.5 COVID Impacts on Aircraft Engine Availability and Maintenance 

 The pandemic created significant long-term challenges for the aviation industry 

and detrimentally affected aircraft engine maintenance operations. Airlines grounded 

fleets and deferred maintenance to conserve funds. The demand for MRO services fell 

sharply compared to previous years, and many MRO facilities operated at reduced 

capacity due to workforce limitations and fluctuating airline needs. COVID would result 

in a shortage of experienced personnel leading to severe maintenance delays which would 

only further hinder aircraft availability and would later lead to immense difficulty 
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returning to reliable air travel during the abrupt travel rebound post-pandemic (IATA, 

2022). 

COVID Effects on Major Commercial Engine Manufactures 

 Aircraft engine maintenance is a critically important aspect of the COVID era to 

review, considering that over 35% of aviation accidents were found to be attributed to 

issues or errors directly related to aviation maintenance (Truong & Lee, 2025). The 

world’s leading turbine engine manufacturers, specifically, Pratt & Whitney (P&W), 

General Electric Aerospace (GE), and Rolls-Royce (RR), were also deeply affected by 

the hindrances to the maintenance system during the pandemic. Engine manufacturers 

saw a sharp decline in aftermarket revenue, which traditionally forms a significant 

portion of their business models with airlines deferring overhauls and postponing 

scheduled shop visits. Manufacturers were forced to implement cost-cutting measures 

such as workforce reductions and temporary shutdowns that only further disrupted their 

ability to ramp up operations when demand returned (IATA, 2022). 

 P&W faced severe supply chain constraints across its product lines, including on 

its novel geared turbofan (GTF) engine program, which was already in high demand for 

popular narrow body aircraft such as the Airbus A320neo. The A320neo was an 

extremely promising new aircraft that had quickly become the world’s most popular and 

bestselling aircraft in the single-aisle market when it was introduced in 2016 (Airbus, 

2016). Supply chain issues in major engine components such as castings caused by 

COVID resulted in considerable delays in P&W’s ability to provide this novel engine for 

the popular A320neo aircraft and air carriers struggled to meet rising demand with a 

limited number of engines being produced (Singer, 2022). 
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Rolls-Royce, another major commercial engine manufacturer, was also 

significantly affected by the pandemic. This impact was felt heavily across its Trent 

engines, which are used in wide-body aircraft such as the Airbus A350 (Trent XWB) and 

the Boeing 787 (Trent 1000) (Rolls-Royce, 2025). These aircraft which are normally used 

heavily for long international flights remained idle throughout the pandemic due to 

border closures. This reduction in flying hours translated directly into lower MRO 

volume and was detrimental to its global network of service partners, which severely 

affected the network’s cash flow. 

This immediately followed RR’s already grim financial outlook for 2019, which 

had reported a total loss of GBP 2.2 Billion due to the Trent 1000’s ongoing problems. 

This engine model, which powered the B787, experienced turbine wear much sooner than 

the reliability plans had expected, which had a cascading effect on both aircraft 

groundings in the fleet and limited production deliveries to the fleet (Pettibone, 2020). It 

was not until 2024 that RR would begin to see a rebound in aircraft engine demand and 

could generate much-needed aftermarket revenue (Pozzi, 2024).  

2.6 Aviation Accidents and Incidents and Their Focus in This Praxis 

 The NTSB issues policy recommendations following an accident or incident, 

offering targeted guidance on how to better mitigate aviation safety risks. NTSB accident 

and incident reports are available for academic and industry research for trend analysis 

and risk assessment aimed at reducing similar mishaps and these NTSB investigation 

details are found on the NTSB website in the Case Analysis and Reporting Online 

(CAROL) database (NTSB, 2025A). The database contains detailed reports, including 

supplemental information relating to flight details, aircraft type, operator information, 
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pilot experience information, and aircraft and engine maintenance history. Among the 

most academically useful reports within this database are the NTSB Form 6120 Reports, 

which include data on engine maintenance history and pilot experience which are the 

focal points of this praxis. CAROL is publicly accessible and widely used by researchers, 

airlines, and regulatory bodies to identify safety trends and prevent future incidents 

(NTSB, 2025A). It has been a primary data source for dozens of the academic journal 

articles reviewed in the present chapter. 

Defining Aviation Accidents and Incidents 

Regulatory definitions of aviation accidents and incidents are foundational to 

aviation safety research. These definitions are found in Title 49 CFR, Subtitle B, Chapter 

VIII, Part 830.2 Definitions and are summarized below (eCFR, 2025B). 

• Aircraft Accident: An occurrence that takes place during operation of an aircraft, 

from the time a person boards the aircraft for flight to the time all persons on 

board have deplaned, and in which any person suffers death or serious injury, or 

in which the aircraft is substantially damaged. 

• Aircraft Incident: An occurrence other than an accident, associated with the 

operation of an aircraft, which affects or could affect the safety of operations. 

The primary distinction between these classifications lies in the severity of the 

consequences, with accidents involving significant damage or loss of life, whereas 

incidents serve as precursors to potential failures without loss of life or the event 

constituted as a near miss. 

Relating to this topic is § 830.5 Immediate Notification, which requires that all 

operators of public aircraft “shall immediately and by the most expeditious means” obtain 



24 
 

contact with the closest NTSB office to divulge serious and critical information related to 

accidents (eCFR, 2025B). Events must be promptly reported to the NTSB if they meet 

the criteria for being classified as accidents, or if the situation meets the criteria defined 

in § 830.5, such as engine failure. 

If an accident or incident occurs, it is the aircraft operator’s responsibility to 

conserve all records associated with the aircraft involved in either, as these records help 

the NTSB piece together important information such as aircraft owner, registration 

details, pilot and co-pilot information, number of fatalities and injuries, and state of 

engine maintenance and airworthiness (eCFR, 2025B). 

2.7 Federally Mandated Accident and Incident Reporting to the NTSB 

Title 49 CFR Subtitle B, Chapter VIII, Part 830 Subpart C provides guidance for 

reporting on aircraft accidents, serious incidents, and any overdue aircraft. It also 

prescribes the use of the NTSB Form 6120, officially titled the National Transportation 

Safety Board Pilot/Operator Aircraft Accident/Incident Report, is to be filed by the 

operator involved in an accident or serious incident within ten days of the accident, or 

within a shorter window of seven days for an aircraft that is reportedly overdue or 

missing.  

Mandatory reporting of Form 6120 is used for collecting critical data following 

aircraft accidents or certain serious incidents such as a near miss, runway incursion, or 

major failure of an aircraft component that reasonably endangered the flight. This 

information is a critically important aspect of the NTSB’s investigative process. Form 

6120 is designed to capture information to better understand the circumstances around the 
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accident or incident and is often used to reconstruct the scene of an accident later for 

analytical purposes in attempt to get to root cause.  

2.8 Pilot Experience Variables and Their Impacts on Safety 

Researchers use statistical methods to analyze NTSB accident reports to quantify 

the relationships between pilot characteristics and accident outcomes to better understand 

how pilot-specific variables influence the severity of commercial aircraft accidents. This 

section highlights some peer-reviewed findings, with a focus on four key pilot 

performance variables from NTSB reports: PA, PTF, PIC, and PI. It is important to 

highlight here that no articles were found showing direct correlations between pre- and 

post-COVID impacts to injury rate and severity for these same pilot factors which 

indicate a gap in this field of knowledge that this praxis fills.  

Flying time as a certified flight instructor or PI is a useful parameter of interest 

when researching possible factors that may influence accident severity since instructor 

experience implies both a high level of skill and a focus on training scenarios. The 

Aircraft Owners and Pilots Association (AOPA) highlight some tangible benefits that 

result from instructional flights, such as that flights operated by instructional pilots have 

less than half the fatal accident rates than those operated by pilots without instructional 

experience. Additionally, about two-thirds of training accidents happen during student 

solo flights, suggesting that the presence of a trained flight instructor correlates with safer 

operational outcomes (AOPA, 2014). PIC time and PTF time are both variables captured 

within NTSB accident reports that can be used as measures of experience; however, it is 

important to make the distinction that PIC time specifically denotes the number of hours 

for which a pilot bears ultimate responsibility for an aircraft.  
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Chapter 3 – Methodology 
 

3.1 Introduction  

The research methodologies employed to develop a comprehensive framework to 

compare shifts in aviation safety outcomes between pre- and post-COVID timeframes are 

discussed in this chapter. Four primary research methods were used across five research 

questions and corresponding hypotheses. Hypotheses 1 and 2 were tested with canonical 

correlation analysis. CCA was used to highlight the relationship between both groups of 

independent variables and the dependent variable group relating to flight safety 

outcomes, which include the total number of injured persons and injury severity levels of 

minor, serious, or fatal. Total injuries are a summation of these three severity levels. 

Hypothesis 3 was tested using Wilks’ lambda significance testing to understand if there 

were any significant shifts in safety outcomes pre- and post-COVID. Hypothesis 4 was 

tested utilizing sensitivity analysis to determine which variables in the two independent 

variable groups most significantly affect injury outcomes when using an OFAT 

perturbation method of ± 10%. Hypothesis 5 was tested using Monte Carlo simulation to 

forecast future safety outcome scenarios based on increases in two of the most prominent 

variables highlighted during a combination of the previous methodologies which had the 

most significant impact on injury rates, PTF and EA.  

The independent variable groups used within this praxis are compiled from NTSB 

reports of accidents and incidents that occurred throughout the COVID-19 pandemic era 

and span the years 2010–2024 to provide a robust sample of pre- and post-COVID 

reporting data. Within the study’s methodology, pre-COVID signifies the years 2010–

2019, whereas post-COVID includes the years 2020–2024. The goal of the methodology 
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is to identify which factors among pilot performance metrics and engine maintenance 

parameters most significantly influence adverse safety events and to compare the results 

for pre-COVID and post-COVID timeframes. The following section details the data 

collection and processing steps to prepare the data for the four analytical methods. 

3.2 Data Source Identification: NTSB Form 6120 and Associated Reports 

 The primary data used for this praxis was synthesized from the NTSB Aviation 

Investigation Search (AIS) database. As a central repository for reports on civil aviation 

accidents and incidents within the U.S., this database contains a trove of operational data 

encompassing parameters related to both pilot experience and engine maintenance 

history. The specific document targeted for data extraction related to each aviation event 

was the NTSB 6120 Form. Obtaining these forms first required filtering through the AIS 

database using search parameters that met the scope of the study. 

 While this database allows for filtering by more than thirty distinct categories, this 

praxis focused on four critical parameters: event dates, country, FAR operation and 

category of aircraft. The search window was intentionally narrowed to the period 

consisting of 1/1/2010-12/31/2024. This was necessary to establish a statistically robust 

baseline for which to compare pre- and post-COVID operational shifts. To ensure the 

data remained representative of the specific regulatory environment within this study, the 

dataset was strictly limited to Part 121 operations. Figure 3.1 below provides an overview 

of the filtering schema followed to extract the data from this database. Figures 3.2 and 3.3 

highlight the location of the focus variables within these NTSB reports. 

• Event Start Date: 01/01/2010 

• Event End Date: 12/31/2024 
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• Event Country: United States 

• Operation FAR Part: Part 121 Air Carrier 

• Aircraft Category: Airplane 

 

 

1Figure 3.1 Filtering Schema for NTSB Accident/Incident Reports 
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2Figure 3.2 Location of All Engine Variables Within NTSB 6120 Forms 

 

 

3Figure 3.3 Location of All Pilot Experience Variables in Form 6120 
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After the initial identification of eligible cases, the NTSB reports were 

downloaded locally and archived for ease of analysis. Each NTSB record was saved 

according to its unique accident number as this allowed for traceability and ease of 

retrieval if additional analysis was required. 

3.4 Data Categorization and Variable Encoding 

 Maintaining the integrity of the CCA model relied heavily on the rigorous 

encoding of NTSB Form 6120 data. This analytical method necessitates the use of inputs 

that are both continuous and quantitative, and to ensure that meaningful correlations were 

extracted, each datapoint retrieved underwent an exhaustive review to define its 

measurement scale and utility within the functional model. The categorization phase was 

instrumental in maintaining internal consistency. It allowed for a clear delineation 

between parameters suitable for direct statistical modeling and other parameters that were 

used solely for contextual purposes. As an example, descriptive identifiers including 

engine model and NTSB report number were excluded from the Python-based CCA 

script. Including these parameters would only add unnecessary noise. A useful approach 

to prevent the inclusion of obstructive parameters was to break them down systematically 

into scales between nominal, ordinal, interval and ratio. This ensured only continuous and 

discrete parameters were processed. 
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4Figure 3.4 Praxis Variables of Interest by Category, Type, and Scale 

 

The following details describes how the data was categorized for the study: 

• Continuous variables such as TSI, TSO, PIC and PI were captured as is since 

these variables were already directly suitable for use in CCA. These variables 

include continuous data types which exhibit the necessary mathematical 

properties for correlation analysis. They also allow for straightforward calculation 

of means and variances, which are prerequisites for canonical function extraction. 

• Discrete numeric variables such as PA and injured person count were retained 

as-is, since they represent whole-number variables of interest.  

• Categorical variables such as minor, serious, and fatal injuries were retained as 

secondary variables for descriptive analysis in Chapters 4 and 5, enabling more 

detailed interpretation of severity patterns across the pre- and post-COVID 

periods. 

• Text and nominal variables, including engine type (turbofan, turboprop) and 

engine manufacturer (RR, P&W) were used as labels for classification. They were 

used to group engines during exploratory analysis and were useful in comparing 
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propulsion systems across different manufacturers that may be within the same 

thrust class but were not included in the canonical model. 

• Temporal variables, such as EA or the engine build date (MFR date), were 

converted to numerical values by extracting the calendar year duration. For 

example, EA was calculated from the event year to compute service age, a 

transformation that preserved the age-based ordering. 

3.5 Brief History of Canonical Correlation Analysis and Mathematical Annotation 

 CCA is a sophisticated multivariate statistical analysis method first developed by 

Hotelling (1936) to help explore and quantify the associations between two independent 

sets of variables. It is more complex than other correlation methods, such as linear 

regression, which only assess the relationships between individual variable pairs. CCA, 

instead, simultaneously examines interdependencies across multiple variables within two 

distinct datasets. It does this through construction of linear combinations of the variables 

in each set, referred to as canonical variates, and then using these to determine the 

correlations between them. By identifying these underlying structures, it uncovers 

complex interactions that would otherwise remain obscured by limited traditional 

bivariate frameworks (Hotelling, 1936). 

 Although Hotelling gives a detailed and mathematically exhaustive dissertation 

on CCA in his 1936 Biometrika account, which introduced this new method, it is often 

found difficult to conceptualize in simplistic mathematical form. Many attempts have 

been made to simplify the complex mathematics involved, with perhaps the most 

successful being Hardoon et al. (2004)’s. Drawing heavily from Hardoon et al. (2004) 
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and their work to explain the basis of CCA, this praxis employs the following theoretical 

foundation for CCA: 

 

Definition: 〈·,·〉signifies the Euclidean inner product of two vectors, x and y, and is equal to 

x’y, in which A’ is used to represent the transpose of a matrix or vector A. 

In longhand form, we consider a mulitivariate random vector taking the form (𝑥𝑥,𝑦𝑦). 

If given a sample  

                                                   𝑆𝑆 = �(𝑥𝑥1,𝑦𝑦1)�, … , �(𝑥𝑥𝑛𝑛,𝑦𝑦𝑛𝑛)� 𝑜𝑜𝑜𝑜 (𝑥𝑥, 𝑦𝑦).  ……………………...(1) 

Let 𝑆𝑆𝑥𝑥  indicate (𝑥𝑥1, … , 𝑥𝑥𝑛𝑛) and, by the same notion, let 𝑆𝑆𝑦𝑦 indicate (𝑦𝑦1, … ,𝑦𝑦𝑛𝑛). 

We define a singular new coordinate for 𝑥𝑥 through the choosing of a direction 𝑤𝑤𝑥𝑥 

and thus project 𝑥𝑥 onto that direction, such that 𝑥𝑥 →〈𝑤𝑤𝑥𝑥 ,𝑥𝑥〉.   We do the same 

for 𝑦𝑦 through the choice of direction 𝑤𝑤𝑥𝑥  and obtain a sample of the new 𝑥𝑥 coordinate. 

                                                𝐿𝐿𝐿𝐿𝐿𝐿 𝑆𝑆𝑥𝑥,𝑤𝑤𝑥𝑥 = (〈 𝑤𝑤𝑥𝑥, 𝑥𝑥1〉, … ,〈 𝑤𝑤𝑥𝑥, 𝑥𝑥𝑛𝑛〉), ……………………(2) 

And the corresponding values of the new y coordinates shall be  

                                               𝐿𝐿𝐿𝐿𝐿𝐿 𝑆𝑆𝑦𝑦,𝑤𝑤𝑦𝑦 = �〈 𝑤𝑤𝑦𝑦,𝑦𝑦1〉, … ,〈 𝑤𝑤𝑦𝑦,𝑦𝑦𝑛𝑛〉� …………………….(3) 

The initial step of the canonical correlation shall be to choose 𝑤𝑤𝑥𝑥 𝑎𝑎𝑎𝑎𝑎𝑎 𝑤𝑤𝑦𝑦, which maximizes 

the correlation between the two vectors such that the function′s results are maximized as below 

𝜌𝜌 = ma x c orr𝑤𝑤𝑥𝑥𝑤𝑤𝑦𝑦�𝑆𝑆𝑥𝑥𝑤𝑤𝑥𝑥,𝑆𝑆𝑦𝑦𝑤𝑤𝑦𝑦� 

                                                       = ma x c orr �𝑆𝑆𝑥𝑥𝑤𝑤𝑥𝑥,𝑆𝑆𝑦𝑦𝑤𝑤𝑦𝑦�
||𝑆𝑆𝑥𝑥𝑤𝑤𝑥𝑥|| ||𝑆𝑆𝑦𝑦𝑤𝑤𝑦𝑦||

  ……………....…….…...……...(4) 

Using 𝐸𝐸�[𝑓𝑓(𝑥𝑥,𝑦𝑦)] to represent the empirical expectation of the function 𝑓𝑓(𝑥𝑥, 𝑦𝑦), such that 

                                                     𝐸𝐸�[𝑓𝑓(𝑥𝑥,𝑦𝑦)] =  1
𝑚𝑚
∑ 𝑓𝑓(𝑥𝑥𝑖𝑖,𝑦𝑦𝑖𝑖)𝑚𝑚
𝑖𝑖=1 ,  ...…………...……………….(5) 

then the correlation expression can be rewritten as 

                                          𝜌𝜌 = max𝑤𝑤𝑥𝑥𝑤𝑤𝑦𝑦

𝐸𝐸�[〈𝑤𝑤𝑥𝑥,𝑥𝑥〉〈𝑤𝑤𝑦𝑦,𝑦𝑦〉

�𝐸𝐸��〈𝑤𝑤𝑥𝑥,𝑥𝑥〉2�𝐸𝐸�[〈𝑤𝑤𝑥𝑥,𝑥𝑥〉2
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                                             = max𝑤𝑤𝑥𝑥𝑤𝑤𝑦𝑦

𝐸𝐸�[𝑤𝑤′
𝑥𝑥𝑥𝑥𝑦𝑦′𝑤𝑤𝑦𝑦]

�𝐸𝐸�[𝑤𝑤′𝑥𝑥𝑥𝑥𝑥𝑥′𝑤𝑤𝑥𝑥]𝐸𝐸�[𝑤𝑤′𝑦𝑦𝑦𝑦𝑦𝑦′𝑤𝑤𝑦𝑦]
 ……………….……………...(6) 

then it follows that 

                                              𝜌𝜌 = max𝑤𝑤𝑥𝑥𝑤𝑤𝑦𝑦

𝑤𝑤′
𝑥𝑥𝑥𝑥𝐸𝐸�[𝑥𝑥𝑦𝑦′]𝑤𝑤𝑦𝑦

�𝑤𝑤′𝑥𝑥𝐸𝐸�[𝑥𝑥𝑥𝑥′]𝑤𝑤𝑥𝑥𝑤𝑤′𝑦𝑦𝐸𝐸�[yy′]𝑤𝑤𝑦𝑦

 …………...……………….(7) 

such that the covariance matrix of (x, y) can be written as 

                                             𝐶𝐶(𝑥𝑥,𝑦𝑦)  =  𝐸𝐸� ��
𝑥𝑥
𝑦𝑦� �

𝑥𝑥
𝑦𝑦�

′
�  =  �

𝐶𝐶𝑥𝑥𝑥𝑥 𝐶𝐶𝑥𝑥𝑥𝑥
𝐶𝐶𝑦𝑦𝑦𝑦 𝐶𝐶𝑦𝑦𝑦𝑦

� …………….……….…(8) 

with the total convariance matrix C defined as a block matrix where the 

within− sets of covariance matrices are 𝐶𝐶𝑥𝑥𝑥𝑥 𝑎𝑎𝑎𝑎𝑎𝑎 𝐶𝐶𝑦𝑦𝑦𝑦 and the between − sets covariance  

matrices are 𝐶𝐶𝑥𝑥𝑥𝑥 =  𝐶𝐶′𝑦𝑦𝑦𝑦. Therefore, we can rewire the function 𝜌𝜌 as   

                                                 𝜌𝜌 = max𝑤𝑤𝑥𝑥𝑤𝑤𝑦𝑦

𝑤𝑤′
𝑥𝑥𝐶𝐶𝑥𝑥𝑥𝑥𝑤𝑤𝑦𝑦

�𝑤𝑤′𝑥𝑥𝐶𝐶𝑥𝑥𝑥𝑥𝑤𝑤𝑥𝑥𝑤𝑤′𝑦𝑦𝐶𝐶𝑦𝑦𝑦𝑦𝑤𝑤𝑦𝑦
  ……………………….……(9) 

Note that the max canonical correlation is the maximum of 𝜌𝜌 with respect to 𝑤𝑤𝑥𝑥𝑤𝑤𝑦𝑦. A definition 

of symbols used in this section is provided below to support understanding of the highlighted 

mathematical operations. 

𝑆𝑆 = Denotes joint sample sets of paired observations drawn from the random variables 

𝑆𝑆𝑥𝑥 = Set of observed samples from random variable x 

𝑆𝑆𝑦𝑦 = Set of observed samples from random variable y 

𝑥𝑥1 = First observed sample from 𝑆𝑆𝑥𝑥 represents the initial realization of random variable 𝑥𝑥 

𝑦𝑦1 = First observed sample from 𝑆𝑆𝑦𝑦 represents the initial realization of random variable 𝑦𝑦 

𝑥𝑥𝑖𝑖 = 𝑖𝑖𝑡𝑡ℎ observation vector from 𝑆𝑆𝑥𝑥𝑦𝑦𝑖𝑖 = 𝑖𝑖𝑡𝑡ℎ observation vector from 𝑆𝑆𝑦𝑦 

𝑥𝑥𝑛𝑛 = Final sample from 𝑆𝑆𝑥𝑥 representing the last realization of x 

𝑦𝑦𝑛𝑛 = Final sample from 𝑆𝑆𝑦𝑦 representing the last realization of y 

𝑤𝑤′
𝑥𝑥 = Transpose of the canonical weight vector 𝑤𝑤𝑥𝑥 

𝑤𝑤′
𝑦𝑦 = Transpose of the canonical weight vector 𝑤𝑤𝑦𝑦 
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𝐶𝐶 = Covariance operator between random variables 

𝐸𝐸� = Empirical expectation (sample mean) operator from finite observations 

→ = Denotes projection of a coordinate in a particular direction 

∑ = Summation operator denoting the summing of all n paired observations 

𝜌𝜌 = Canonical correlation coefficient representing the strength of association between canonical 

variates, 0 ≤ ρ ≤ 1 

3.6 Methodology for Performing Canonical Correlation Analysis Within Python 

This praxis employed CCA using Python-based statistical computing to examine 

the associations between the independent and dependent variable groups. CCA was 

selected due to its ability to model the interrelationships between two datasets, with the 

predictor variables related to engine maintenance (Research Question 1) and pilot 

experience (Research Question 2), and response variables representing the severity of 

injuries. Multivariate review was executed in a Python environment. This allowed for 

leveraging the Pandas, NumPy, Sklearn, and Matplotlib libraries. Data from 572 NTSB 

6120 reports was fed into this model. To preserve the integrity of the model, records 

containing null values were removed using the dropna() function within the Pandas 

library. This ensured that any rows of missing data entries (NaN) did not introduce bias.  

A standardization protocol was needed due to variables having different 

magnitudes. A good example of this was TR which is generally measured in tens of 

thousands of pounds and PI time measured in hours. This transformation proved to be 

essential. Otherwise, variables with larger numerical scales would influence the canonical 

correlations disproportionately. The StandardScaler class from Sklearn was used for 

standardization and this works by transforming each variable to a standardized scale with 

a mean of zero and standard deviation of one. This applies a z-score transformation to 
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each column in the dataset that allows for correlation-based methods to function properly 

without distorting the measurement scale. CCA was performed using the 

cross_decomposition module within Sklearn once the data was standardized. The model 

was configured to extract two canonical dimensions by specifying the number of 

components as two. The fitting procedure was done using the fit_transform() method, 

which simultaneously calculates the canonical correlation structure and returns the 

transformed canonical variates for both X and Y. These variates are linear combinations 

derived from the original variables that represent the axes along which shared variance 

between the two variable sets is maximized. 

To assess the relative importance of individual predictors and outcomes, 

canonical loadings were derived. These correlated each original variable with its 

respective canonical variate. The corrcoef() function within Numpy was invoked to 

calculate the Pearson correlation coefficients to quantify the strength and direction of 

each variable and its canonical component. This step was critical to create the resulting 

matrices used for interpretive analysis in Chapter 4. Even more importantly, it isolated 

the variables exerting the most significant influence within each canonical set. This 

helped to target the most impactful variables for additional analysis using other methods 

within this study’s framework. This approach was useful in uncovering statistically 

meaningful relationships between operational variables and adverse safety outcomes in 

the Part 121 commercial aviation domain. 
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3.7 Methodology for Performing Sensitivity Analysis in Python 

 To evaluate the relative influence of specific data inputs on safety outcomes, the 

praxis used s structured sensitivity analysis within the Python 3.12 environment. The one-

at-a-time perturbation method was prioritized to isolate the marginal effect of each input 

variables on the primary output variable while maintaining all other parameters constant. 

Using Python for this step was particularly advantageous as it provided an efficient, 

visual way to view each variable’s sensitivity. This effort leveraged Numpy for array 

manipulation and Pandas for structured data management. A custom model function was 

used to derive regression coefficients. This was done to eliminate the need for external 

sensitivity libraries and as a means to ensure local reproducibility. 

 The model used two distinct linear regression models to capture shifts in risk 

precursors between pre- and post-COVID. Five predictor variables and from the 

maintenance group (EA, TSN, TSI, TSO, TR) and four predictor variables from the pilot 

experience group (PA, PTF, PIC, PI) were built into the regression equation. A baseline 

input vector, based on the mean values of each predictor, established the reference point 

for a realistic operational scenario within each timeframe. Figure 3.5.1 below showcases 

these equations. 
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5Figure 3.5 Baseline Input Vector and Multivariate Linear Regression Equation 

 

 Sensitivity was measured by perturbing each input by ±10% from its baseline and 

this OFAT perturbation allowed for the calculation of an impact percentage, identifying 

which of the input variables exerted the most influence on injury outcomes. High impact 

variables were isolated for further analysis. The mathematical expression that guides this 

OFAT process, as derived from Morris (1991) and Sysoev (2023), is included below. 

 

                                                 𝑆𝑆𝑖𝑖𝑂𝑂𝑂𝑂𝑂𝑂𝑂𝑂 = 𝑓𝑓(𝑥𝑥 + 𝛥𝛥𝑒𝑒𝑖𝑖) − 𝑓𝑓(𝑥𝑥) 
𝛥𝛥

  ………………………….…(10) 

𝑆𝑆𝑖𝑖𝑂𝑂𝑂𝑂𝑂𝑂𝑂𝑂 = OFAT sensitivity index measures the rate of change in the model output with 

respect to a single input while holding all other inputs constant, representing the local 

OFAT sensitivity. 

𝑓𝑓(𝑥𝑥) = model function that maps a vector of input parameters 

𝑒𝑒𝑖𝑖 = unit vector; ensures that only the selected variable is perturbed 

𝛥𝛥 = a small, finite change applied to the input while all other variables remain constant; 

determines the magnitude of the OFAT adjustment 
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3.8 Methodology for Performing Monte Carlo Simulation in Python 

To extend the useful insights of the previous CCA and sensitivity analysis 

assessments, the study integrated a Monte Carlo simulation framework. A limitation of 

CCA is that it is predominantly deterministic and descriptive in nature. It lacks the ability 

for forward-looking risk projection and even the ability to model non-linear behavior. 

Addressing these limitations required the incorporation of Monte Carlo simulations to 

complement the existing analysis with forward looking scenarios. This required 

leveraging the pertinent probability distributions from the primary dataset. Including the 

applicable distributions allowed the simulation to capture both the variability and 

uncertainty in the natural commercial aviation environment.      

This probabilistic modeling approach is extremely valuable in the context of 

commercial aviation, where random variation and low-probability and high-impact events 

are central to risk outcomes. Using historical data from the post-COVID era (2020–2024) 

as a baseline, the simulation aimed to accurately replicate real-world characteristics 

across a range of independent and dependent variables, validating the modeling fidelity 

before projecting forward looking trends. Figure 3.6 below presents the distributions used 

to simulate each variable and the justification for each distribution. 
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6Figure 3.6 Variable Distribution and Justification for Monte Carlo Simulation 

 

Engine Variables and Distributions 

EA, TSN, TSI, and TSO variables are inherently non-negative and have a right-

skewed nature, so lognormal distribution was selected to simulate these variables. These 

engine variables show cumulative operational exposure and cannot take on negative 

values. They also tend to exhibit a long right tail considering some engines remain in 

service for extended periods or accumulate significantly higher flight hours than the 

average unit. This distribution is well-suited to modeling such variables because it 

captures the multiplicative processes underlying wear, degradation, and usage over time. 

Additionally, previous studies in aviation maintenance modeling have supported the use 

of lognormal distribution in representing component life and aging, for instance, Egbe et 

al.’s (2025) attempts to model similar variables for gas compressors. TR was simulated 

using a normal distribution. This choice was justified by the empirical distribution of TR 

values in the 2020–2024 dataset, which demonstrated symmetry around the mean and 
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limited skew. TR represents a continuous engineering parameter with relatively stable 

variance across the fleet, unlike the other related variables which can only be positive and 

generally are heavily right-tailed. A normal distribution provides a theoretically 

consistent representation of thrust levels in statistical modeling in the literature, e.g., 

Matsuda et al.’s (2025) work to model climb thrust using normal distribution for thrust 

metrics. The mathematical expression for lognormal distribution, as defined by Limpert 

et al. (2001), is shown below. As annotated by Limpert et al. (2001), a random variable is 

considered lognormally distributed if log(x) has a normal distribution. The random 

variable’s probability density function will take on the following form: 

 

                          𝑓𝑓(𝑥𝑥;𝜇𝜇,𝜎𝜎)  = 1 
𝑥𝑥(𝜎𝜎√(2𝜋𝜋))

𝑒𝑒𝑒𝑒𝑒𝑒 �− 1
2𝜎𝜎2

(𝑙𝑙𝑙𝑙𝑙𝑙(𝑥𝑥) − 𝜇𝜇)2�……………….……….…(11) 

𝑓𝑓(𝑥𝑥;𝜇𝜇,𝜎𝜎) = describes the probability density function of the variable x in the lognormal 

distribution with mean μ and standard deviation σ 

log(x) = natural logarithm of x; transforms the variable x into log format, where it follows a 

normal distribution 

exp() = exponential function 

 

Pilot Age 

PA was modeled using a normal distribution because aviation demographic data 

shows a tendency for PA to cluster around a central mean with roughly symmetric 

variability. For example, Riaz et al.’s (2020) study of general aviation pilots reported a 

mean age of 54.60 years, with a standard deviation of 14.38 years, and observed that the 

age distribution was approximately normal. The mathematical formula for a normal 
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distribution, taken from Viti et al. (2015) and based on the Gaussian distribution is shown 

below. 

                                  𝑓𝑓(𝑥𝑥;𝜇𝜇,𝜎𝜎)  = 1 
𝜎𝜎√(2𝜋𝜋))

𝑒𝑒𝑒𝑒𝑒𝑒 �− 1
2

(𝑥𝑥 − 𝜇𝜇
𝜎𝜎

)2�……………….……….…(12) 

 

𝑓𝑓(𝑥𝑥;𝜇𝜇,𝜎𝜎) = describes the probability density function X of the value 𝑥𝑥 for a normal distribution, 

with mean μ and standard deviation σ 

 

Pilot Experience Variables and Distributions 

PTF, PIC, and PI were each simulated using a lognormal distribution equation as 

annotated section 3.8, due to the nature of these variables as cumulative time-based 

experience metrics. These values are strictly non-negative and tend to be right-skewed, as 

most pilots accumulate moderate amounts of flight experience. A smaller subset logs 

substantially higher hours over long careers. The lognormal distribution captures the 

exponential growth of flight hours over time and reflects the non-symmetrical spread 

commonly observed in real-world pilot populations. This approach is supported by 

existing aviation research such as Pierce et al. (2013), which found that log-transforming 

flight hour data improved statistical fitness and predictive accuracy in their research 

involving general aviation accidents. 

Fatal Injury Distribution 

Negative binomial distribution was used in the Python model to project fatal 

injury counts for the post-COVID period. The simulation was run 10,000 times to ensure 

statistical rigor. The resulting output from the model using this distribution aligns with 

historical aviation precedent as it captures the statistical rarity of fatal outcomes. Injury 
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data is zero-inflated by nature. This means that the vast majority of aviation operations 

results in zero casualties. As this was the target, the negative binomial distribution was 

found to be the right fit in the model as it has been used in other statistical models in 

established aviation literature such as Panagiotakopoulos et al., (2009). Figure 3.7 below 

shows the output of the simulation for fatal injuries. The mathematical expression for the 

negative binomial distribution is also shown below and is based on Lloyd-Smith’s (2007) 

efforts with overdispersed count date. 

 

                                     𝑃𝑃𝑃𝑃(𝑋𝑋 = 𝑥𝑥)  = Γ (𝑘𝑘 + 𝑥𝑥)
𝑥𝑥!Γ(𝑘𝑘)

� 𝑚𝑚
𝑚𝑚 + 𝑘𝑘

�
𝑥𝑥
�1 +  𝑚𝑚

𝑘𝑘
�
−𝑘𝑘

, 𝑥𝑥 = 0, 1, 2,………………(13) 

𝑋𝑋 = count random variable, a nonnegative integer outcome being modeled 

𝑥𝑥 = realization of 𝑋𝑋, a specific count value such as 0, 1, 2, etc. 

𝑘𝑘 = dispersion or shape parameter 

𝑚𝑚 = mean 

Γ = gamma function 
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7Figure 3.7 Python Output for Negative Binomial Simulation of Fatal Injuries 

 

Serious Injury Distribution 

Monte Carlo was used to forecast serious injury counts in commercial aviation 

safety events during the post-pandemic period based on a Poisson distribution. The 

Poisson distribution was selected due to its appropriateness to modeling rare count data 

and its simplicity in capturing the expected variance under baseline conditions. The  

results are captured in Figure 3.8 below. The simulation was based on 10,000 iterations 

and reflected a right-skewed distribution, where serious injuries occur more frequently 

than fatal injuries, but both remain rare. This simulation provides a quantitative basis for 

understanding the likely distribution of serious injuries in future aviation events, offers 

valuable input for probabilistic safety forecasting, and is shown to be a great fit when 
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comparing the means (0.89% difference) and the standard deviations (7.47% difference). 

Use of the Poisson distribution aligns with Ma et al.’s (2008) work on prediction 

modeling of crashes by severity. The mathematical expression for the Poisson 

distribution is shown below and is based on Viti et al. (2015). 

 

                                     𝑃𝑃𝑃𝑃(𝑋𝑋 = 𝑘𝑘)  = 𝒆𝒆−𝝀𝝀𝝀𝝀𝒌𝒌

𝑘𝑘!
, 𝑘𝑘 = 0, 1, 2,……….…………….………………...(14) 

𝑋𝑋 = count random variable, a nonnegative integer number of events in a fixed interval 

𝑘𝑘  = realization of 𝑋𝑋, a specific count value such as 0, 1, 2, etc. 

𝜆𝜆 = the mean rate of the events within a given interval 

𝑒𝑒 = mathematical constant, base of a natural logarithm that is equal to ~2.717828 

 

 

8Figure 3.8 Python Output for Poisson Simulation of Serious Injuries 
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Minor Injury Distribution 

The negative binomial distribution was used to model minor injury count in 

Python because the data is non-negative and exhibits overdispersion which is common in 

transportation safety data. The mathematical expression for negative binomial can be 

found in Section 3.9. The negative binomial distribution was chosen over the Poisson 

distribution as the latter cannot adequately represent most aviation events which have 

zero minor injuries while a very limited number have larger counts, producing a long-

tailed distribution. The negative binomial distribution provides an additional dispersion 

parameter to flexibly accommodate this variability. This modeling approach is supported 

by other transportation safety research studies such as Zhang et al. (2022) who used a 

negative binomial distribution-based model to analyze accident frequencies by injury 

severity on freeways and found it offered superior goodness-of-fit and predictive 

accuracy in handling overdispersed injury data. Similarly, Poch and Mannering (1996) 

used a negative binomial distribution when analyzing intersection-accident frequencies, 

which was inclusive of minor injuries. Figure 3.8 below provides an overview of the 

Python simulation output. 



47 
 

 

9Figure 3.9 Python Output for Negative Binomial Simulation of Minor Injuries 

 

Total Injury Distribution 

Total injury count is the sum of all injury categories, and this data inherently 

possesses high variance and a positively skewed distribution. For this reason, the negative 

binomial distribution was selected. It effectively accounts for the compounded 

overdispersion introduced by summing minor, serious, and fatal injuries. Figure 3.10 

below details the Python output for total injuries. 
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10Figure 3.10 Python Output for Negative Binomial Simulation of Total Injuries 

 

Summary of Distributions Selected for Monte Carlo Simulation 

 Monte Carlo simulation was the primary predictive tool used to project aviation 

safety outcomes as it is stochastic nature was able to replicate the operational variability, 

as well as the uncertainty, in the post-pandemic world. Established aviation precedent and 

the statistical properties of the NTSB data was used to select the appropriate probability 

distributions. Engine maintenance parameters, including EA, TSO, TSN and TSI, and 

pilot experience parameters, including PI, PTF and PIC, were modeled using lognormal 

distributions. These variables were right skewed and non-negative in nature. This 

modeled the real-world well as it reflected the cumulative natural wear and flight hour 

accrual. On the other hand, TR and PA were modeled using normal distributions as they 
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were naturally dispersed symmetrically around well-defined means. Event outcome 

modeling was more complex to model. Serious injuries required the use of the Poisson 

distribution for serious injury counts due to its relative stability; however, minor, fatal 

and total injury counts needed to be modeled using negative binomial distributions as this 

data was overdispersed. This methodological approach was especially rigorous, yet it 

proved essential for effective modeling in the simulation to mimic real-world patterns. 

Figure 3.11 below shows the comprehensive synthesis of the variables, distributions, 

rationale, and academic source material for the methodology.  

 

 

11Figure 3.11 Table of Variables, Distributions, and Academic References 
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Monte Carlo Procedure Validation 

 The aviation of the simulation architecture was completed in two separate phases: 

one being a truncated calibration phase and the other being an untruncated exploratory 

stage. The initial stage was used to artificially cap the predicted total injuries to twenty-

five, which was consistent with the historical maximum observed within the post-COVID 

dataset. This artificial constraint was deliberate. It was used as a control mechanism to 

ensure that the central tendencies of the model mimicked historical reality before any 

extreme variance was introduced.  

 This model provided consistent results that were identical to the post-COVID 

dataset which confirmed that the model was able to replicate this historical dataset’s 

central tendencies. Additionally, the modeled simulated means and variances align 

closely with historically observed values. However, this truncation eliminated the 

possibility of rare, high-severity outcomes. The second stage thus added an untruncated 

approach, which preserved the full distribution of simulated outcomes. The untruncated 

model revealed rare events exceeding the historical maximum of twenty-five total 

injuries, thus accounting for the potential of catastrophic outcomes and resulting in its 

being selected for simulation. 

 Scenario designs were then employed by increasing average fleet EA to represent 

conditions of deferred maintenance and limited access to spare parts in the post-COVID 

aviation environment. The simulation tested four scenarios in which average EA 

increased by 25%, 50%, 75%, and 100% relative to the 2020–2024 baseline. For each 

scenario, the model generated large samples with n = 100,000 to provide stable estimates 

of both central outcomes and rare tail events. Outputs from the simulation were organized 
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into summary tables and graphical representations. Line charts were created to show the 

trajectory of mean injuries across scenarios, and probability plots were created. Section 

4.9 in the next chapter provides the detailed results of both the simulation and validation 

procedure. 
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Chapter 4 – Data Analysis and Results 
 

4.1 Introduction 

To determine the interplay between engine maintenance, pilot experience and 

safety outcomes, this chapter provides a multi-layered and detailed analysis using a 

combination of CCA, Wilks’ lambda and significance testing. An initial high-level 

analysis is provided of the NTSB data. CCA analysis is introduced to help isolate 

relationships that indicate which linear combinations of variables are indicative of injury 

outcomes. Next, Wilks’ lambda significance testing is used to test whether injury 

outcomes changed between pre- and post-COVID timeframes. Sensitivity analysis is then 

performed for purposes of variable prioritization, i.e., to help quantify the variable impact 

magnitudes and identify which variables were most influential in their respective 

categories. Finally, two prominent variables identified through sensitivity analysis and 

confirmed with CCA analysis, which include EA and PTF, are further analyzed with 

Monte Carlo simulation to project the variables with forward-looking scenarios to better 

understand how systemic increases in each variable shape future injury distributions. The 

chapter concludes with a summary of the integrated findings. 

4.2 Descriptive Analysis of the NTSB Dataset 

 The dataset used for CCA analysis included 572 unique NTSB Form 6120 reports 

from aircraft operating under Part 121 operations within U.S. from January 1st, 2010, 

through December 31st, 2024. Each of the reports was linked to a unique FAA-registered 

aircraft and NTSB report number, preventing the duplication of any data and ensuring 

that each report could be easily identified if further background analysis was required to 

better understand the nature of any safety events. This dataset includes a critical fifteen-
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year period of both pre-pandemic and post-pandemic operational conditions which allows 

for the examination of how aviation safety variables evolved in response to pandemic 

disruption. Summary descriptive statistics for engine maintenance variables (Figure 4.1), 

pilot experience variables (Figure 4.2) and safety impact data (Figure 4.3) are included 

below. For additional details on how variables shifted over time, trend data on all key 

variables can be found in Figures 4.4–4.16 below. 

 

 

12Figure 4.1 Descriptive Statistics for Engine Maintenance Variables 2010–2024 

 

 

13Figure 4.2 Descriptive Statistics for Pilot Experience Variables 2010–2024 
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14Figure 4.3 Descriptive Statistics on Safety Variables 2010–2024 

 

 

15Figure 4.4 TSN Trends in NTSB Reports 2010–2024 
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16Figure 4.5 TSI Trends in NTSB Reports 2010–2024 

 

 

17Figure 4.6 TSO Trends in NTSB Reports 2010–2024 
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18Figure 4.7 Plot of Average PA from NTSB Reports 2010–2024 

 

 

19Figure 4.8 Plot of Accidents and Incidents from NTSB Reports 2010–2024 
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20Figure 4.9 Average Fatal Injuries by Year 2010–2024 

 

 

21Figure 4.10 Fatal Injury Count by Year 2010–2024 
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22Figure 4.11 Average Serious Injuries by Year 2010–2024 

 

 

23Figure 4.12 Total Serious Injuries by Year 2010–2024 
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24Figure 4.13: Average Minor Injuries by Year 2010–2024 

 

 

25Figure 4.14: Total Minor Injuries by Year 2010–2024 
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26Figure 4.15 Average Total Injuries by Year 2010–2024 

 

 

27Figure 4.16 Total Injury Count by Year 2010–2024 
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4.3 Research Question 1: Results for Engine Variables Pre-COVID 

Research Question 1: Is there a correlation between engine maintenance 

variables (TSO, TSN, TSI, EA, and TR) and the safety variables total injury count and 

level of severity of injuries when comparing pre- and post-COVID-19 intervals? 

 The pre-COVID-19 period (2010–2019) consisted of steady growth in air traffic 

and adequately resourced maintenance and training programs. Commercial aviation 

adhered closely to established protocols under 14 CFR Part 121 with predictable patterns 

in engine overhauls and pilot recertification cycles. The integrity and completeness of 

accident and incident reporting to the NTSB during this decade offers a robust baseline 

for assessing the natural correlations between variables such as pilot experience, engine 

maintenance, and injury severity under normal operational conditions. 

To further explore the relationships between engine maintenance variables and 

severity of injuries in commercial aviation events, CCA was conducted using Python, as 

detailed in Appendix A. To address Research Question 1, CCA was performed to 

examine the associations between a set of five engine maintenance variables and four 

injury-related safety outcome variables. The predictor set included EA, TR, TSN, TSI, 

and TSO. The outcome included injury counts across multiple levels of severity, 

including fatal injuries, serious injuries, minor injuries, and total injuries. Two 

statistically meaningful canonical functions were noted. Figure 4.17 below includes the 

CCA results for the pre-COVID period. 
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28Figure 4.17 CCA Results of Engine Variables Pre-COVID (2010–2019) 

 

Interpretation of Results  

To interpret the CCA results, it is important to keep in mind that CCA is used to 

examine the relationship between two sets of variables, such as the engine maintenance 

(predictor) set and injury severity (outcome) set used in this praxis. Rather than simply 

evaluating one predictor against one outcome variable, as would be done in simple linear 

regression, CCA evaluates how linear combinations of predictors relate to a linear 

combination of outcomes. These combinations are called canonical variates, and each 

CCA solution yields pairs of these variates. Simply put, Canonical Variate 1 in the 

predictor set is paired with Canonical Variate 1 of the outcome set. 

 Canonical loadings can be viewed as correlations between individual variables 

and the canonical variate to which they contribute to and show how strongly each 

variable loads onto the pattern represented by the variate. These loadings range from -1 to 

+1, with higher absolute values closer to 1 indicating the stronger influence. The sign  

(+/-) indicates the direction of the relationship. CCA works by finding multiple 
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independent canonical functions, each of which capture a different dimension of the 

multivariate affiliation. Canonical Variate (CV1) is the strongest shared linear 

relationship between the two sets. Canonical Variate 2 (CV2) is the second strongest and 

attempts to capture a different dimension not already explained by CV1. One can view 

each canonical variate as representing a different mode of correlation between subsets of 

predictors and outcomes. The interpretation of CCA used in this praxis aligns with 

Hardoon et al.’s (2004) widely cited work. 

 The results presented in Figure 4.18 can be analyzed using this comprehensive 

understanding of CCA. Below are some of the more important interpretations of CV1: 

• The dominant outcome variable in CV1 is fatal injury count = +0.91; therefore, 

CV1 primarily reflects fatal accident risk of those aboard the aircraft. 

• The dominant predictor variable is TSN = +0.80. Combining this knowledge with 

the information on fatal injury count above, we can deduce that high TSN is 

strongly associated with fatal outcomes. 

Putting this information together, the results pattern suggests that aircraft with high 

accumulated TSN were more likely to experience fatal outcomes in the Pre-COVID era. 

Canonical Function CV2 can be analyzed in a similar manner: 

• The dominant outcome variable in CV2 is serious injury count = -0.89; therefore, 

CV2 primarily reflects an inverse serious injury risk. In other words, the higher 

the CV2 inverse, the fewer the serious injuries. 

• The dominant predictor variable in CV2 is engine age = +0.68, indicating that 

older engines correlated with fewer serious injuries in this period. This makes 

sense as mature engine platforms operated in this area. These platforms had 
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highly calibrated maintenance cycles. Periodic serving of older engines was a 

normal occurrence in this timeframe. 

Research Question 1: Results for Engine Variables Post-COVID 

 The pre-COVID timeframe of 2010–2019 was introduced in Section 4.3 to 

illustrate the context for a normal operational scenario prior to the arrival of COVID-19 

in the aviation sector. The 2010–2019 data forms a baseline to which the 2020–2024 

post-COVID data can be compared. Breaking up the accident/incident analysis in this 

way helps to highlight significant changes that may have been induced by COVID, and, 

by extension, the effects of COVID on engine variables and safety outcomes. CCA was 

conducted again; however, this time, the data only included the post-COVID (2020–

2024) timeframe shown in Figure 4.18 below. 

 

 

29Figure 4.18 CCA Results of Engine Variables Post-COVID (2020–2024) 
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The post-COVID-19 era (2020–2024) reflects a much different risk environment 

when compared to the pre-COVID timeframe. Fleet groundings and the furloughing of 

tens of thousands of pilots and technicians became the norm. It also included the rapid 

retirement of aging and experienced pilots. MRO schedules were widely disrupted with 

parts shortages and backlogs in heavy inspections delaying the return of aircraft to 

service. Airlines were faced with complex choices on how to keep operating reliably 

while also weighing how to effectively scale operations back up to meet surging 

passenger demand during a time when airlines were already grappling with depleted labor 

pools and inconsistent opportunities for recurrent pilot training. These dynamics not only 

affected how aircraft were operated and maintained but also introduced new risks that 

require further academic examination. Dividing the dataset into these two intervals 

enabled a comparative CCA analysis to be conducted such that the research could assess 

whether the relationships between engine variables and safety outcomes remained stable 

or shifted under post-pandemic conditions.  

Below are some of the more important interpretations CV1, based on an analysis 

of the results shown in Figure 4.18: 

• The strongest outcome group loading is minor injury count = -0.743. 

• The strongest positive predictor loading is TSN = 0.696. 

• The strongest negative predictor loading is TR = -0.614. 

To summarize the CV1 loadings, the CCA results indicate that in the post-COVID 

period, engines with higher TSN correlated with a lower number of minor injuries. This 

is not surprising, as higher TSN engines are more mature engines in the fleet with longer- 

established maintenance profiles to help ensure operational safety.  Another point the 
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data highlights is that when the negatives are cancelled out, TR and minor injury count 

are positivity correlated. This means that as one variable increases, so does the other. 

Recall from Section 4.3 that the data showed an increase in TR correlated to an increase 

in number of serious injuries. Putting these insights together, an interesting pattern starts 

to emerge: Injuries of multiple levels increase as TR increases. This makes sense, as 

higher TR engines are installed on larger aircraft, and, by extension, have a larger number 

of passengers. Any accident involving a large aircraft with a high TR engine will result in 

more total injuries across all levels.   

The CCA results for CV2 in this same post-COVID period also show the 

following: 

• The strongest outcome loading is serious injury count = +0.842. 

• The strongest predictor loading is TR = +0.741. 

 This dataset exhibits the same pattern. TR and serious injury count are positively 

correlated, and both increase in the same direction. 

4.4 Research Question 2: Results for Pilot Variables Pre-COVID 

Research Question 2: Is there a correlation between pilot experience variables 

(PA, PTF, PIC, and PI) and the safety variables total injury count and level of severity of 

injuries when comparing pre- and post-COVID-19 intervals? 

The pre-COVID decade of 2010-2019 offers a robust baseline for assessing the 

natural correlations between variables such as pilot experience and injury severity under 

controlled operational conditions due to the integrity and completeness of accident and 

incident reporting to the NTSB during this timeframe. Operators witnessed a steady 

regulatory environment in tandem with global air traffic growth, as well as well-
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resourced pilot training programs. Operators closely followed established regulatory 

protocols under Part 121 and worked under predictable patterns in pilot recertification 

cycles and operator safety audits.  

A Python-based CCA model was created to investigate the relationships between 

operational predictors and safety outcomes using this pre-COVID dataset. This initial 

model incorporated both maintenance-related and pilot experience variables across the 

full dataset. To isolate the effects of human performance factors, the model was then 

refined to include only pilot experience and safety outcome variables from the 2010–

2019 timeframe, allowing for a focused evaluation of pre-COVID operational stability. 

The model was run with these adjusted parameters. The resulting canonical variates are 

included in Figure 4.19 below. Using the CCA model in Python, two canonical functions 

were extracted, and the standardized canonical loadings were analyzed to interpret the 

strength and direction of association between the two variable sets. This allowed for 

useful interpretation of the multivariate bond between pilot experience and injury severity 

in commercial aviation events pre-COVID. 

The CV1 results yield the following: 

• The primary outcome loading is serious injury count = +0.689. 

• The primary predictor loading is total PIC time = +0.814. 

• PA = -0.528 is a moderately negative predictor loading. 
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30Figure 4.19 CCA Results for Pilot Experience Variables Pre-COVID (2010–2019) 

 

The results suggest that a lower PA correlates to more serious injuries. This also 

highlights that more experienced pilots with high PIC are less likely to be in accidents 

resulting in minor or total injuries.  

Regarding CV2, the results include: 

• The primary outcome loading is serious injury count = +0.696. 

• On the predictor side, the strongest loading, by far, is PTF = +0.970. 

The CV2 results showcase a very interesting insight: Higher PTF correlates with 

higher overall injury severity and particularly with serious injuries. Although seemingly 

counterintuitive, this result details the disproportionate exposure pilots with high PTF 

have to high-intensity operating environments. This aligns with the findings of Li et al. 

(2003) showing that difficult flight profiles increases latent risk, even if the pilot has 

experience with high flight hours. On the same note, Folke and Melin (2024) showed that 

36% of pilots interviewed had perceived deteriorating safety conditions since the onset of 

the pandemic, demonstrating that even experienced pilots with high PTF hours are aware 

that experience alone does not guarantee zero injuries.  
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4.5 Research Question 2: Results for Pilot Variables Post-COVID 

 This section provides the results of the CCA analysis based on data from the post-

COVID period to provide a better understanding of the associations between pilot 

experience variables and injury severity outcomes. This timeframe captures the peak of 

the pandemic where there were shifts in pilot demographics and interruptions of recurrent 

training cycles. New risk precursors that influenced the safety outcomes of commercial 

flight operations were introduced during this period. The results of this analysis help to 

uncover latent patterns that explain how pilot experience contributed to aviation safety as 

airline operations resumed post-pandemic. Canonical functions using pilot experience 

variables such as PA, PTF, PIC, and PI and their correlation with fatal, serious, minor, 

and total injuries metrics are discussed here. The results shown in Figure 4.20 reveal the 

strongest canonical relationships and their implications: 

• The strongest outcome loading is serious injury count = +0.642. 

• The primary predictor loading is PTF time = +0.832. 

• PA = -0.531 is a moderately negative predictor loading 

 

 

31Figure 4.20 CCA Results for Pilot Experience Variables Pre-COVID (2020–2024) 
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The CV1 data indicates that greater total flight experience is associated with a 

reduced likelihood of minor, fatal, and overall injuries, even though it was positively 

correlated with serious injuries. Additionally, it suggests that post-COVID veteran pilots 

with high cumulative experience encountered situations in which serious injuries still 

occurred, but outright fatalities or superficial minor injuries were reduced, due partly to 

their better control in crisis scenarios resulting from their greater experience. Consistent 

with patterns observed in the pre-COVID model (-0.528), the results for PA here also 

show a moderately negative canonical loading (–0.531). Additionally, in both 

timeframes, a negative PA predictor resulted in a positive loading for serious injury 

outcomes of (0.689) and (0.642), respectively. The analysis shows here a negative PA 

loading and a positive loading for serious injury count across both periods, suggesting 

that pilots with lower PA were more associated with higher injury severity across both 

timeframes. This inverse relationship is consistent despite the pandemic disruptions and 

shows that enhanced pilot experience remains a stabilizing factor for safety.  

CV2 results identified: 

• The strongest outcome loading is serious injury count = +0.689 

• A primary predictor loading is PI time = +0.922 

The pilots with high PI time have additional exposure to flight operations 

involving training-heavy or transitional phases, where the risk of an incident is often 

elevated. For example, increased flight risks are often associated with pilot check rides 

and proficiency restoration flights where the student pilot is often new and lacking 

experience. The pilot check ride is a formal evaluation conducted by an FAA-designated 



71 
 

examiner or a qualified check of a flight student to determine the student’s competence in 

performing required flight maneuvers, procedures, and decision-making skills for a 

specific rating. As the student is often inexperienced, this increases the risk of making a 

mistake resulting in serious injuries, even when in the presence of an experienced pilot 

with high PI time. 

4.6 Research Question 3: Pre- and Post-COVID Significance Testing 

Research Question 3: Is there a statistically significant difference in safety 

outcomes, specifically, the total injury count and injury severity levels, between pre-

pandemic and post-pandemic aviation accidents/incidents? 

This section focuses on directly testing whether injury outcomes changed between 

the pre- and post-COVID 19 periods. A multivariate analysis of variance (MANOVA) 

using Wilks’ lambda significance testing was employed here, which evaluates whether 

the combined means of multiple dependent variables differ significantly between injury 

outcomes across two distinct time periods. The dataset here is the same used for the CCA 

analysis for consistency. Each observation includes fatal, minor, and serious injury 

counts. Each record was classified by year, with 2010–2019 representing pre-COVID and 

being 2020–2024 representing post-COVID. Figure 4.21 below presents an excerpt of the 

data that was fed into the Wilks’ lambda significance test. 
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32Figure 4.21 Injury Data Used for Wilks’ Lamba Test MANOVA (2010–2024) 

 

Hypothesis and Test Selection 

Null Hypothesis (H0): There is no statistically significant difference in the multivariate 

combination of injury outcomes (fatal, serious, and minor injuries) between the pre-

COVID and post-COVID periods, with α = 0.05. 

Alternative Hypothesis (H1): There is a statistically significant difference in the 

multivariate combination of injury outcomes (fatal, serious, and minor injuries) between 

the pre-COVID and post-COVID periods, with α = 0.05. 

Results of Wilks’ Lambda MANOVA 

 A one-way MANOVA test was conducted to determine whether injury outcomes 

differed significantly between the pre-COVID (2010–2019) and post-COVID (2020–

2024) eras with fatal, serious, and minor injury counts classified as the dependent 
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variables and the temporal grouping classified as the independent variable. This helped to 

categorize each case based on whether the incident occurred before or after the onset of 

the COVID-19 pandemic which also better enabled the assessment of whether there were 

collective differences in injury profiles between the two time periods, rather than 

examining each injury type in isolation. 

 The MANOVA results, as depicted in Figure 4.22, indicated a statistically 

significant difference between groups of dependent variables. The Wilks’ lambda p-

value was 0.0177. The p-value is below the commonly accepted significance threshold of 

α = 0.05; the null hypothesis was rejected. This statistical result confirms that injury 

patterns were significantly different between the pre- and post-COVID era.  

 

 

33Figure 4.22 Wilks’ Lambda MANOVA Results for Pre- vs. Post-COVID 

 

4.7 Sensitivity Analysis of 2010–2024 NTSB Accident/Incident Data 

 Relative influence was identified using OFAT perturbation. This approach 

allowed for an interpretable measure of each variable’s marginal effect on safety 

outcomes with the results expressed as percent change from the baseline. Figure 4.23 

summarizes these results for the full period 2010–2024. These CCA results are further 

broken down into pre- and post-COVID-19 timeframes in the sections that follow to 

provide a more focused analytical view of each timeframe. 
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34Figure 4.23 Python Output for Sensitivity Analysis (2010–2024) 

 

Sensitivity analysis shows PIC as the highest mitigator of risk. An 11.46% drop in 

injuries resulted from a 10% increase in PIC experience. This reinforces existing 

literature on pilot command experience from Li et al., (2003). On the other hand, EA was 

identified as the primary driver of risk. An increase in EA resulted in a 10.30% rise in 

projected injuries. Pilot metrics PA, PTF and PI show a similar increasing trend as EA, to 

a lesser degree. TSI and TSO also show positive, yet less impactful trends on injury rates. 

Like PIC, increases in TSN lessened injury rates. This suggests that more recently 

manufactured engines are associated with higher variability or limited maintenance 

histories, while more mature engines reflect stabilized operational histories. When TR 

was increased by 10%, the results showed a 4.66% increase in injury count, indicating 

that aircraft with higher thrust output or an overall higher rated engine thrust are 

associated with more severe consequences in the event of an incident. Overall, this 

sensitivity analysis was useful in providing a ranked prioritization of the variables most 



75 
 

relevant to aviation safety outcomes and helped to highlight variables for further study 

using Monte Carlo simulation. 

Sensitivity Analysis Comparing Pre- and Post-COVID Timeframes for Total 

Injuries 

 The sensitivity analysis performed for the full 2010–2024 period was repeated for 

both the pre-Covid (2010–2019) and post-COVID (2020–2024) timeframes, individually. 

The results revealed some significant paradigm shifts, which are discussed in the 

following sections. Figure 4.24 presents a side-by-side comparison of the sensitivity 

analysis results for each period. Tornado charts of this analysis showing both pre- and 

post-COVID timeframes were produced to highlight the differences between the two 

periods, and these charts can be found in Figures 4.25 and 4.26 below.  

 

 

35Figure 4.24 Comparison of Sensitivity Analysis for Pre- and Post-COVID 
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36Figure 4.25 Python Output for Sensitivity Analysis for 2010–2019 Data 

 

 

37Figure 4.26 Python Output for Sensitivity Analysis for 2020–2024 Data 
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 The results show a change in direction for EA when comparing pre and post 

COVID timeframes: -13.34% (pre-COVID) and +20.21% (post-COVID). Prior to the 

pandemic, older engines were associated with lower injuries due to their mature 

maintenance programs. However, after COVID, the prolonged use of engines operating 

in maintenance environments where spare parts were not readily accessible causing 

delayed replacement cycles significantly contributed to higher injuries. It is worth noting, 

here, that the average of total injuries in the post-COVID timeframe was 1.275, as 

opposed to 1.04 average total injuries in the pre-COVID timeframe; this represents a 23% 

increase in total injuries between these two periods as reported in NTSB 6120 forms. 

This increased injury rate between pre- and post-COVID timeframes clearly illuminates 

the shift in safety outcomes due to the pandemic. TSI and TSO had consistent moderate 

impacts. The most dramatic inversion between the periods was PA, with pre-COVID at 

+18.25% and post-COVID at -47.49%. Though initially PA was viewed as a risk factor, 

this reversal shows that its influence transitioned over time and became a safety net after 

the pandemic. Although PA reversed sharply, other variables showed a more consistent 

influence over time. Examples include PTF (+7.98% pre-COVID to +10.44% post-

COVID), PIC (-15.07% to -10.03%), and PI (+7.78% to +9.62%). 

4.8 Integration of Sensitivity Analysis with Canonical Correlation Analysis (CCA)  

 Comparing the results of CCA with sensitivity analysis helped to cross-validate 

the primary drivers of aviation safety. This dual method approach provided a more robust 

view of the pandemic’s impact on the focus variables. It also highlighted how individual 

shifts in engine usage and pilot experience influenced broader trends over the two time 

periods.  



78 
 

Pre-COVID (2010–2019) Insights 

2010-2029 data indicates that EA was more associated with lower injury rate. 

This finding is supported by both CCA (-0.4727) and sensitivity analysis (-13.34%). This 

is due to the mature maintenance cycles of the pre-COVID area and more routine 

inspections. Also, a survivorship bias effect may be present here. As with any new 

complex mechanical system, new engines have a break-in period where any significant 

issues are likely to result in the engine being removed early from service or replaced on 

warranty earlier in their lifecycles. However, engines which have been in service beyond 

their early years often have proven reliability and fewer novel technology anomalies. The 

results suggest that increased EA, when supported by a mature maintenance system, 

correlates with enhanced operational safety rather than diminished performance. 

PIC showed a moderate negative influence on injury outcomes in the sensitivity 

analysis in both the pre-COVID (-15.07%) and post-COVID (-10.03%) timeframes. This 

shows that greater PIC consistently contributed to lower injury outcomes. Sensitivity 

analysis revealed that PA had the strongest positive impact on predicted total injury count 

in the pre-COVID period; a 18.25% change when perturbed by ±10%. This data indicates 

that small proportional changes in PA produced large variation in injury outcomes and 

highlights that PA is a highly influential driver of risk for the dataset consisting of the 

pre-COVID timeframe. PI showed only a moderate positive influence (+7.78%). The 

remaining variables of interest had a more limited impact overall. 

Post-COVID (2020–2024) Insights 

 Results from the post-COVID data review shows several cases where the safety 

dynamics shifted. PTF sensitivity rose modestly between pre-COVID (+7.98%) and post-
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COVID (+10.44%) timeframes; this signifies the increased effect of this variable over 

time. Recall that in the 2020–2024 CCA results, PTF also had the highest canonical 

loading (0.8327) of all pilot experience variables on CV1. Thus, both CCA and 

sensitivity analysis in the post-COVID timeframes have shown PTF to have a recurring 

influence on total injury outcomes. Consequently, PTF was selected as the pilot 

experience variable to further analyze with Monte Carlo simulation later in Section 4.9.  

 PA exhibited the highest magnitude impact, with a sensitivity value of  -47.49%, 

indicating that older pilots are strongly associated with reduced total injury counts. This 

finding is supported by the CCA result, which also showed a negative loading for PA (-

0.532). However, PA was not the predominant canonical loading in that canonical 

variate, being overshadowed by PTF (0.832); therefore, it was not selected for further 

Monte Carlo analysis. The findings suggest that increased PA may serve as a risk-

mitigating factor in the post-pandemic safety environment. One explanation for this is 

that during COVID-related disruptions, a large portion of the workforce exited early, 

leaving behind a smaller pool of highly experienced pilots.  

 By contrast, PI time showed a positive relationship with injury outcomes. 

Alongside the result for PIC time, this suggests that high aggregate instructor credentials, 

alone, may not be enough to mitigate future safety outcomes. It is possible that the 

quality and recency of experience, rather than cumulative totals, are more meaningful in 

determining safety outcomes in post-COVID operations. 

 The results of the sensitivity analysis show a 20.21% increase in total injury count 

and a positive loading in both canonical variables, which makes EA the most influential 

risk factor from the engine maintenance variable group. This can be due to post-pandemic 
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supply chain constraints where engines witnessed prolonged service life and limited spare 

parts availability. This operational aging has increased exposure to mechanical 

degradation and unplanned failures. Due to the recurring high association of engine age 

with injury outcomes from both CCA and sensitivity analysis, this variable was picked as 

a focus for Monte Carlo simulation in Section 4.9. 

4.9 Monte Carlo Simulation for Forward-Looking Insights 

Research Question 5: Using Monte Carlo simulation, does a post-COVID 19  

increase in EA or PTF time lead to an increase in total accidents? 

Monte Carlo Simulation 1: Engine Age 

Once validated against the observed post-COVID data, the model was extended to 

simulate forward-looking scenarios in which the average EA of the fleet increased by 

25%, 50%, 75%, and 100% relative to the 2020–2024 baseline. The simulation was 

conducted without any truncation of the injury distributions which allowed for the 

possibility of rare but plausible major safety events that may exceed values observed in 

the calibration dataset. 

A key insight from the results in Figure 4.27 below was the shift in the 

distribution’s upper tail where the model generated a greater likelihood of high-severity 

injury events than is observed in historical data. Although the empirical dataset for the 

post-COVID results was capped at 25, Monte Carlo simulation with the untruncated 

model was consistent in projecting scenarios that exceeded this limit. The probability of 

exceeding the 25 total injury threshold based on historical post-COVID data only grew 

with each successive increase in average EA, showing that fleet aging raises not only 
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central injury risk but also the likelihood of extreme, high-severity accidents. Figures 

4.28, 4.29, and 4.30 detail how the probability of injury increased as EA increased. 

 

 

38Figure 4.27 Table of Monte Carlo Simulation Results on EA 

 

 

39Figure 4.28 Simulated Mean and Tail Percentiles vs EA Increase (Untruncated) 
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40Figure 4.29 Simulated Mean Injuries by Type as EA Increases 

 

 

41Figure 4.30 Probability Plot of Monte Carlo Simulation Results on EA 



83 
 

This is a plausible scenario, as airline MRO providers have continued to face 

supply chain disruptions that limit the availability of critical engine components. Already, 

the sudden rebound in global air travel demand has outpaced the ability of original 

equipment manufacturers and suppliers to provide sufficient spare parts, leading to 

extended shop visit times and deferral of non-critical maintenance. These conditions 

often result in longer intervals between inspections and overhauls, which directly 

contributes to the continued use of high-cycle components remaining installed for longer 

durations and nearing the max limit of their design service life. These constraints, when 

taken in tandem, suggest that solely relying on historical data alone creates blind spots 

that are not necessarily capable of capturing rare and catastrophic failures. 

Monte Carlo Simulation 2: PTF Time 

Applied in the same manner as EA, PTF was reviewed with Monte Carlo 

simulation. PTF increases from 25% to 100% were modeled to understand how this 

would impact on the total injury rate. Figure 4.33 shows the results of this incremental 

rise in PTF. The mean injury rate was 1.41 at +25%; it rose predictably to 1.89 at +100% 

PTF. This result showed a 34% increase from the baseline. When PTF increased, so too 

did the safety risks. This finding aligns with both Bazargan & Guzhva (2011) and Lit et 

al. (2003) and shows the cumulative nature of risk. Higher PTF is often correlated with 

more operational exposure and makes the experienced pilot a prime candidate to take on 

more demanding operational duties which can increase situational risk exposure. Figures 

4.31 and 4.32 illustrate this compounding exposure effect, where incremental increases in 

PTF correspond with proportional rises in predicted injury outcomes. 
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42Figure 4.31 Table of Monte Carlo Simulation Results on PTF 

 

 

43Figure 4.32 Change in Simulated Total Injuries as PTF Increases 
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Comparison of Monte Carlo Simulations 

Both EA and PTF demonstrated upward trajectories in injury counts, although 

with greater variability, when comparing the results of both Monte Carlo simulations in 

Figure 4.33. The mean number of total injuries increased from 1.39, at +25%, to 1.72; at 

+100%, a 24% increase across scenarios for EA. For PTF, the mean number of total 

injuries increased from 1.41 at 25%; to 1.89 at 100%, an increase of 34%. Unlike PTF,  

EA exhibited much heavier tails in the simulated outcomes, with maximum total injury 

count extending to 94 injuries at +100% in one extreme case. The mean risk growth was 

shown to be moderate, yet EA rises introduced rare safety events of high consequence.  

 

 

44Figure 4.33 Monte Carlo Simulation Results for EA and PTF 
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Model Validation for Monte Carlo Simulation 

 This model provided consistent results that were identical to the post-COVID 

dataset which confirmed that the model was able to replicate this historical dataset’s 

central tendencies. Additionally, the modeled simulated means and variances align 

closely with historically observed values. However, this truncation eliminated the 

possibility of rare, high-severity outcomes. The second stage thus added an untruncated 

approach, which preserved the full distribution of simulated outcomes. The untruncated 

model revealed rare events exceeding the historical maximum of twenty-five total 

injuries, thus accounting for the potential of catastrophic outcomes and resulting in its 

being selected for simulation. 

 Scenario designs were then employed by increasing average fleet EA to represent 

conditions of deferred maintenance and limited access to spare parts in the post-COVID 

aviation environment. The simulation tested four scenarios in which average EA 

increased by 25%, 50%, 75%, and 100% relative to the 2020–2024 baseline. For each 

scenario, the model generated large samples with n = 100,000 to provide stable estimates 

of both central outcomes and rare tail events. Outputs from the simulation were organized 

into summary tables and graphical representations. Line charts were created to show the 

trajectory of mean injuries across scenarios, and probability plots were created to 

highlight exceedance risk as average EA rose. Considering that both EA and PTF were 

highlighted as the most influential variable within each of their respective independent 

variable groups by both CCA and sensitivity analysis, this simulation framework was 

repeated for PTF to obtain forward looking insights into both groups. 
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 Comparing the truncated and untruncated model results showed a high degree of 

consistency. The untruncated model produced almost identical means to that of the 

truncated version with differences in mean values generally less than 1%. For example, at 

a 100% increase in average EA, the untruncated simulation estimated a mean of 1.72 total 

injuries, compared to 1.73 in the truncated model. This close correspondence confirmed 

that truncation had little influence on average outcomes, which are governed by the 

central tendencies of the distributions. Presented in Figure 4.34 is a comparison of 

truncated and untruncated model results. 

 

 

45Figure 4.34 Validating Truncated and Untruncated Models in Python 

 

The untruncated model allowed for outcomes beyond the historical maximum of 

25 total injuries and that it becomes increasingly more probable as the fleet age increases. 

This capability to model rare but extremely detrimental safety outcomes is critical for 

aviation safety research, as these catastrophic outcomes have the most significant 

consequences in terms of human impact. The untruncated model aligned considerably 

well against observed data. It even expanded the initial model’s capabilities by capturing 

high-severity safety events that were not seen in the historical data.  
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4.10 Integrated Findings: Monte Carlo, Wilks’ Lambda, CCA, and Sensitivity 

 This multi-method approach provides insights well beyond simple correlation. It 

provides a predictive framework for researchers to both understand and model aviation 

safety. Figure 4.35 below details this consolidated framework. CCA and sensitivity 

analysis successfully isolated PTF and EA as the variables with the most influence on 

injury rates. Yet, Monte Carlo took this a step further and revealed a critical divergence 

in their risk profiles. PTF influences were found to be cumulative and linear, whereas EA 

highlighted the potential for low frequency and high severity safety outcomes. Cross-

referencing these findings with Wilks’ lambda significance testing validated the systemic 

safety shift the praxis sought to better understand. With the dual threat of PTF and EA 

now known, intervention strategies are highlighted in Chapter 5 to improve future 

aviation safety outcomes.  

  

 

46Figure 4.35 Multi-Method Framework for Pre- and Post-COVID Analysis 

 



89 
 

Chapter 5 – Discussion and Conclusions 
5.1 Introduction 

 This chapter presents the final takeaways for the statistical and hypothesis testing 

performed within the praxis. It also provides recommendations for future research 

intended to build on the strengths of this praxis while promoting the continued 

advancement of safety outcomes in commercial aviation.  

5.2 Research Question 1 Conclusions 

 Research Question 1 results confirm that CCA is a highly informative statistical 

technique that is useful for evaluating the complex interrelationships between engine 

maintenance variables and safety outcomes. The analysis was able to uncover previously 

unknown relationships between the set of five engine maintenance variables and four 

injury-related safety outcome variables. Statistically meaningful canonical functions were 

identified that allowed for narrowing the focus on specific variables of interest for further 

study with sensitivity analysis and Monte Carlo simulation.  

5.3 Research Question 2 Conclusions 

 Research Question 2 findings demonstrate that CCA is a robust analytical method 

for quantifying the associations between pilot experience variables and safety outcomes. 

Ater synthesizing the NTSB data from accident and incident reports and feeding it into 

the CCA model in Python, there was a clear divergence identified between the pre- and 

post-COVID timeframes. The results highlight that the pandemic was indeed a catalyst 

for systemic changes in pilot operations and these changes fundamentally reshaped 

correlations between pilot experience and accident severity. The data suggests that 

experience alone is not a safety net to ensure safe operations as it can be sensitive to 

major industry-wide disruptions such as the ones caused by the pandemic. 
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5.4 Research Question 3 Conclusions 

 Research Question 3 sought to understand if there was a statistically significant 

shift in injury outcomes between the pre-COVID baseline data from 2010-2019 and the 

post-COVID data of 2020-2024. Using a Wilks’ lambda MANOVA test, a meaningful 

divergence was identified in the overall injury outcomes between these two periods. The 

test resulted in a p-value of 0.0177 which was well below the statistical significance 

threshold of α = 0.05 and caused a rejection of the null hypothesis. The confirmation of 

statistical significance identifies that the distributions in injury severity did not fluctuate 

by mere chance alone and were fundamentally altered due to the disruptions induced by 

the pandemic. This result validated the praxis’ overall premise to understand if the 

pandemic period of 2020-2024 represented a more volatile period for aviation safety, and 

the results confirmed that a paradigm shift in aviation safety was evident across these two 

periods. 

5.5 Research Question 4 Conclusions 

 Research Question 4 findings isolated the critical dependent variables that most 

dictated post-COVID safety outcomes and highlighted that PTF and EA consistently 

surfaced as the primary driver of injury counts. In tandem with the results from CCA and 

sensitivity analysis, PTF came out in the data as the most significant human factor 

influencing aviation safety outcomes. On the other hand, EA was identified as the most 

consequential predictor of injury counts from the maintenance variables.   

5.6 Research Question 5 Conclusions 

 The Monte Carlo simulations for PTF and EA provided for a much more granular 

look into these injury risk precursors. An increase in PTF exposure brought about a linear 
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and more systemic rise in total injuries; however, and perhaps more importantly, the rise 

in EA highlighted the opportunity for “black swan” safety outlier events where massive 

spikes in injury rates could result from deferred maintenance and aging fleets. 

5.7 Operational Recommendations Based on Praxis Simulations 

 The Monte Carlo simulations demonstrate that to mitigate future injury rates, a 

twofold policy shift needs to be targeted at both pilot experience retention and increased 

attention to mechanical degradation. As a means of incorporating these findings to 

positively impact the safety of aviation operations, the following strategic interventions 

are proposed:  

Preventative Maintenance with an EA Focus 

 Air carriers must prioritize the expansion of preventative maintenance cycles 

while operating an aging fleet, specifically targeting engines which are approaching high 

usage or high-cycle thresholds. Although immediate overhauls are not always feasible, 

the implementation of new and advanced non-destructive testing techniques for on-wing 

inspections is one promising way to identify any latent fatigue in a more feasible manner 

than detailed and expensive overhaul inspections off-wing. 

Strategies for Pilot Retention and Phased Retirement with a PTF Focus 

 To prevent the experience drain introduced by the pandemic for tenured pilots, 

incentive-based retention programs need to be established by industry stakeholders, 

especially during periods where operations contracted as they did during the pandemic. A 

closer reevaluation of rigid retirement mandates is also warranted based on the data. 

Additionally, implementing a phased-retirement approach where the most senior pilots of 

an operation are retained as subject matter experts would allow for the transition of 
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critical knowledge to lesser experienced pilots, which can help preserve safety-oriented 

experience in airline operations. 

5.8 Recommendations for Future Research 

 Following this praxis, future research should continue to explore how the 

COVID-19 era influenced aviation safety outcomes. Obtaining narrative insights from 

pilots and maintainers to better understand how their experiences changed due to the 

pandemic would be worthwhile. Expanding this work through predictive modeling with 

Monte Carlo simulations on variables other than PTF and EA would also help to support 

forecasting of injury risk under different assumptions, further increasing academic 

understanding of these safety variables in commercial aerospace. Additionally, widening 

the scope of the methodology used beyond the OFAT perturbation method is a highly 

recommended endeavor. Using other methods such as Sabol sensitivity analysis would 

help to provide a better picture of the contributions of multiple independent variables on 

output variance, as well as identify the compounding effects that the product of multiple 

risk precursors may have on future accident rates. 
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Appendix A: Python & NTSB Accident Data Files 
 

All Python files used within this Praxis can be found in the 
Consolidated_Python_Files.zip file embedded below. File extracting software such as 7z 
or Zip Extractor is required to extract the files. All files were created using Python 
Version 3.12 packages. Additionally, the full NTSB dataset encompassing the 2010–2024 
timeframe is included for reference: AviationData2010-
2024_Full_NTSB_Reference_Data.xlsx. 

 

Consolidated Python Files.zip   
AviationData2010-2
024_Full NTSB Refere   
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